FOREWORD :

Microtech India is a leading manufacturer of industrial
valves. It has it's inception in the year 1992 at Hubli. The key
success of this industry has been the strong commitment from
top management backed by an enduring passion of professional
Engineers and Technicians towards quality.

Actuator Valves

Electric Actuator
Electric Actuator Electric Actuator Globe Valve
Gate Valve Gate Valve
The Company

To manufacturer Quality Products which satisfies
complete Clients Requirement through continued
improvements.

The Company has been approved for its quality
products by major organizations

and supplies its project to Steel Plant, Petrochemical and Gas.
plants, Sugar Industries, Nuclear power plants, Oil Exploration

Construction Company's, Fertilizer plants, Pulp & Paper
Industries, Thermal Power Plants, Sugar Plants.

Industries and other major process Industries.

Pneumatic Actuator
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MICROTECH INDIA TEAM
Managing Director

Shri Mrityunjay S Marol
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Awards

Slate Bank of India

&

PROJECT UPTECH
Quality Award

To M/s. Microtech (india)

We are defighted at your achieving ISO 2002 certificadion, a richly deserved
accolade, aitalned through your sustained efforts towards dw global
benchmark In quallty systems.

APPRECIATION BY SBI CHAIRMAN

Shri Janaki Ballabh, Chairman of State Bank of
India Group Blessing to Shri Mrityunjay S. Marol,
Managing Director Microtech India, Receiving
blessing with bouquet on 19th Jan. 2002 at Star
Hotel Taj Continental Bangalore.

In recognition of your achievement, State Bank of India is proed to confer
on you,

SBlI PROJECT UPTECH QUALITY AWARD

under its Quality Support Scheme, 2 ploneering endeavour of the Bank in
promoting quality consciousness.

M- ~
January |9, 2002 Mythill” Rangarajan
Bangalore Chief General Manuger
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A ;' ' NKSSIA APPRECIATION AWARD

' 'J.‘ Shri Mrityunjay S. Marol, Managing Director Microtech India
. Receiving Appreciation Award

by Shri Gagandeep, I.P.S. Hubli-Dharwad Police
Commissioner which is conducted by

NKSSIA Hubli and D.I.C. Dharwad and K.C.T.U., Bangalore.

PROJECT UPTECH QUALITY AWARD
Shri Mrityunjay S. Marol Receiving State
Bank of India Award "SBI Project Uptech
Quality Award" from Smt. Mythili
Rangarajan Chief General Manager
State Bank of India Group at Star Hotel
Taj Continental Bangalore on 15th
January 2002.




TS UOEENS

KARNATAKA

Award by Times of India
ACHIEVER OF KARNATAKA

Shri Mrityunjay (Mohan).S.Marol
Managing Director of Microtech India
and Yashasvi Developers has got
Achiever of Karnataka by Times of India
in the field Industrial Valve & Real Estate
from honourable Deputy Chief Minister
of Kamataka Shri G. Parameshwar

& MLA (Ex Minister) Shri Aravind
Limbavali on 03-10-2018 at

Shangri-La Hotel Bangaluru

"COMPLETE MAN"

Ex C.M. Shri Jagadish Shettar,

Shri Mallikarjun Savakar Chairman of NWKSRTC,
Shri Vijay Sankeshwar VRL Chairman,

Shri Rajanna Koravi, Dr G.B.Sattur,

Dr. G.S. Mahajanshattar & Shri Narendra Kulkami,
Honorable Chief Guests are appreciating to

Shri Mrityunjay Marol. by giving

' | "COMPLETE MAN" Award on 04-12-2016

Award by Konnedaprabha And
Asignet ma News TV

Shri Mrityunjay {Mohan). S. Marol

Managing Dirsctor of Microtech India has got
North Kamataka Business Awards

in the field Industrial Valve

from honourable

Shri Pralhad Joshi central minister

Shri Shankar Patil Munenakoppa State minister
Actres Radika Narayan

Date : 19-06-2022

Venue : Roval Ritz Resort, Hubli




Administrative Details

OUR QUALITY POLICY

“TOTAL CUSTOMER
SATISFACTION IS OUR GOAL”

To achieve this we manufacture & Supply :3 : |,

Quality Industrial Valves as per the Standard * 5858

& customer requirements, at right time :

through Continual Improvements in our
process and personnel.

g v,
Factory and Reg. Office :

Microtech India
5-11, $-12, M. T.Sagar,

1st Gate, Industrial Estate, Gokul Road,
HUBLI - 580 030.

{State Karnataka) INDIA.

E-mail : marketing@microtech.org.in
Website : valvemanufacturers.in
Microtech India

KIADB Plot No - 111 & 110

2nd stage Gamanagatti Industrial Area
Near International Air Port

P.B.Road, (NH-4 By Pass)}

Shri Mrityunjay S. Marol Hubballi - 580025
Managing Director State : Karnataka, INDIA

Cell : 9481649523, 9448112323

-
Licensee & Dealers
® Karnataka
® Goa
® Maharastra
@ Tamilnadu
® Gujarat
® Madhy Pradesh
@ QOrisa
@ Chattisgrah
® Punjab
® Delhi
@ Jarkhand
® Andra Pradesh




OUR MOTTO

Products
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Quality Excellence

IBR CERTIFICATE

Government of Karnata<a

GOVERNMENT OF KARNATAKA
DEPARTMENT OF FACTORIES, BOILERS, INDUSTRIAL SAFETY AND HEALTH

No: BLR-2/MISC/CR-25/2021-22 Office of the Director of Factories, Boilers.
Industrial Safety and Health,
2nd Floor, Kalyan Suraksha Bhawana,
Bannerghatta Road, Bengaluru- 560029.
Ph : 080-263531200
Dated : 19-02-2022

CERTIFICATE OF RECOGNITION AS MANUFACTURER OF VALVES UNDER INDIAN BOILER
REGULATIONS 1950 AND ITS LATEST AMENDMENTS

This is to certify that the capacity, capability, inspection and quality management system of
MICROTECH INDIA
First gate Industrial Estate S-11 §-12 Near BSNL O
First gate Industrial Estate S-11 §-12 Near BSNL O
DHARWAD - 580030 -
has been evaluated by the Directorate of Boilers, as per the details and documents submitted by the firm along
with their application for recognition, and are granted recognition as Valves Manufacturer Volves under
Indian Boiler Regulations 1930. This certificate is valid from 19-02-2022 to 18-02-2024. This validity is subject
to the adherence to the Manufacturing and Quality Control procedures prescribed under the provisions of the
Indian Boiler Regultions 1950.

Granted this on 19 Feb, 2022 at Bengaluru under seal and authority of the Director of Boilers, Karnataka.

(DIRECTOR)
Dept. of Factories, Boilers, Indusrial Safety and
Health, Karnataka

TO:

MICROTECH INDIA

First gate Industrial Estate S-11 S-12 Near BSNL Office
Hubli-580 030




Quality Excellence m

Approved

DIRECTORBISH OF FACTORIES, BOILERS. INDUSTRIAL SAFETY AND HEALTH
duecetorbish{@®@gmail.com. www.wsuraksha.karnataka.goy.in 080-29752051

No. BIR-3 MFG/CR-77/2021-22 Office of the Diector

To _ _ Banagalore-560029

M/s Microtech India, Date : 14.03.2022

S-11 & S-12 M.T. Sagar

1st Gate, Industrial Estate

Gokul Road

Hubli-580030
Sir,

Sub: Approval of Boiler components (valves) manufacturing
drawing Under IBR-1950 regarding
Ref: Your application dated : 17.02.2022 & 10.03.2022
With reference to your application cited at reference the following Boiler

Components (valves) Manufacturing drawings are approved and permitted to

manufacture in accordance with IBR-1950

GOVERNMENT OF KARNATAKA

Kalyana Suraksha Bhavan 2nd Floor
Bannerugatta Road

. Manufacturin
NS OI Types of Valves Class Sizes of Valves o.g
01 C.S. Gate Valves 150 | 350mm-100mm (max) MT/CSGTV/
(Flanged 300 350mm-1000mm IBR-002

End and butt welded) 600 350mm-900mm
900 350mm-900mm
1500 350mm-600mm




Quality Excellence m
Approved

Up to 1000mm

Nsol: Types of Valves Class Sizes of Valves Iﬁgﬂiﬁﬁ?_g
02 C.S. Gate Valves 150 350mm-1000mm MT/CSGLV/
(Flanged 300 350mm-1000mm IBR-002
End and butt welded) 600 350mm-900mm
900 350mm-900mm
1500 350mm-600mm
NSc!: Types of Valves Class Sizes of Valves Iﬁgﬂ?}gﬂr‘g
03 | C.S. Swing Check Valves 150 350mm-1000mm MT/CSSCV/
300 350mm-1000mm IBR-002
600 350mm-900mm
900 350mm-900mm
1500 350mm-600mm
NSOI: Types of Valves Class Sizes of Valves hﬁg:’;i;tﬁgjg
04 | Cast Iron Suice valves Pn10 | 350mm-1200mm MT/CISLV/IR
(Class Pn10 & PN16) Pn16 | 350mm-600mm 003

While manufacturing the above valves you are here by informed to offer for all

Enclosures As above

Copy to,

1. Senior Assistant director of Boilers, Hubli Division Hubli.

2. Offive Copy.

092

the stage inspections to the departmental jurisdiction officer for further needful. action




Quality Excellence

IRS CERTIFICATE

ludian I!egis of Shipping

Place g Mumbai
Date § 28 January 2014
Certificate Mo 2014 WACOD7

Works Approval Certificate for
Manufacturer of Valves

This is to certify that based on the existing manufacturing facilities and satisfactory
audit of Manufacturing and Quality Control procedures by our Surveyors, the name of

M/ Microtech India
S- 11 & S- 12, MT Sagar, 1” Gate, Industrial Esfate,
Gokul Road, Hubli -580 030, Karnataka

is being included in the list of approved manufacturer of valves in accordance with the relevant
requirements of Part 2, Chapter 4, Chapter 5 & Chapter 7 and Part 4. Chapter 3 of “Rules &
Regulations for the Construction & Classification of Steel Ships™.

Description : Manufacturing of Gate Valves, Globe Valves,
Swing type Check Valves. Needle Valves, Ball
Valves, Butterfly Valves, Sluice Gate Valves.

Material Speciﬁcalinn : Cast Steel : ASTM A216 Gr. WCUB.
ASTM A351 Gr. CFEM,
Cast lron : I8 210 FG 200, 18 210 FG 260
Forged Steel : ASTM A105
Valve Size (Maximum) . Ranging from 3 mm NB to 1200 mm NB (Max.)
Conditions of Approval t See Annexure -1
This certificate is valid antil: 31™ January 2019
Annual Inspection Duc : January 2015

January 2016

January 2017 : ~h
January 2018 Mi‘%ﬁ"%?'

(U.S. KALGHATGI)
CHIEF SURVEYOR

Kee Oherfeaf for Conditions of lssue of this Certificate

104




Quality Excellence

ISO 9001:2015

CERTIFICATE

Management system as per
ISO 9001 : 2015

In eccordance with TUV INDIA procedures, it is hereby cerified that

MICROTECH INDIA

5-11 & §-12, M.T. Sagar, 1 Gate,
Industrial Estate, Gokul Read,
Hubli - §80 030, Karnataka,

India

apfies a manacamant system in line wath the sbove standard tor the Tollovwing scops

Manufacture and Supply of Industrial Valves as per National &
International Standards

Certificate Registration No. QM 08 01866 Valid until 02.03 2023
AudtReport ho. @ 101112020

E“C ['-.1 H:&-..

Cartif Bod Issue 03.03.2020

LT Place : Mumbal
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MECON CERTIFICATE

IE CERTIFICATE

STAlI MEMBER
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Quality Excellence

J.S.W APPRECIATION

ﬁ i Projects Limited
Post. VIDYAMAGAR-583275
TORAMAGALLL

Baliary (Dist ) Kamataka, india
Taheibo | wonw. jEw.in

Phone :0B385-250120-130
Fax : QB30N- 2501 JA2 0860

Performance Certificate

To Whom so ever it may Concern

This is to certify that, M/s. Microtech India Hubli, Karnataka are Manufacturers &
Suppliers of Industrial Valves. They have supplied Industrial Valves to our
Organization M/s. JSW Steel Ltd, Torangallu Dist: Bellary Since 2006. They have
Supplied Industrial Valves like Butterfly Valve, Sluice Valve, Ball Valve, Gate Valve,
Check Valve, Globe Valve, with Electrical, Pneumatic Actuators, Mechanical &
Manual operated Valves. Their product range varies from 6mm up to 700mm with
Class 150 to Class 1500 & IBR approved Valves, The performance and service of
the valves is found to be very good.

Wishing them well in all in their future endeavors.

Q
b i
Ra ar § g.;”:;i.;mr

VP(Coke Ovens & CDQ)

JSW Projects Ltd

Regd. Office : Jindai Mansion,
_L% 50 O G, Daddimikh Masg,
Q Wlutrbai - 400 028

¥Eat Part of O P. Jindal Group o' o




Quality Excellence

MECON CERTIFICATE

| IlHe S ( ura g &1 93919)
MECON LIMITED {A GOVERNMENT OF INDIA ENTERPRISE]

m WA (Head Office) - TTET-2, SIREVE, WA, Ranchi-Z, Jharkhand, India, wﬂwﬁm 0651-2483000, T Fax : 0651.2482189/2482214
ﬂ!}iE-m;Il mmhl@umihﬂhdm im. imsa‘mru httpell weew. meconlimited. co.in
CIN Mo. : U74140/H1873601001199

= Ref.Np.11.74. 8181/CVDC38/M-179/V-4979 Date:17-APR-15

5 WGH INDIA
“5-11 & 5-12, M.T Sagar

151 Gate Industrial Estate

Gokul Road

HUBLI 580030 Karnataka

Tel::0836 2210 624 2210824 094481 12323

Sub : Renewal of Vendor Registration with MECON (Vendor code: V-4979)
Ref : Your letter Ne. Nil dated 04-AUG-14
Dear Sirs,

m you that your company (HUBLI works) is
w valid till 05-AUG-17.

Kindly refer to your above mentioned letter. We are pleased fo
enlisted in our Approved Vendor List for the following, wh

T BALWVER
mmmfmsramaﬂﬁsimrmmgm*
GATE VALVE (CAST CARBON STEEL FORGED STEEL)

KNIFE GATE VALVES
MNEEDLE VALVES

7 SLU:’L‘EGATESMQEHWW

mmmmemwnu%ymmmmmmmmﬂmmmwmm
ordered for various projects.

Fummimayplamaemtadmmmmmm location of works! sales office, Management! Organisation structure sic.
shall be intimatad tous promptly al redevant doeument for our necessary action, failing which our enquiriss may not reach you
and also your enlistment with us. abile to be cancefled. Kindly keap sending your annual report every year. Your performance
shall be periodically reviews continuation of your enlistment with MECON.

mmmww ; il mmﬂmwMMQﬂhmsﬂmﬁdeMGWsm
Itis your responsibility to apply for renewal of your registration at least 2 manths in advance of expiry of his.
: mllmmhm

2
3
4 GLUBEVALFE[MTMB’MSTEE.F@G
8
B

Thanking veu.

Yaurs faithfiilly
For MECON LIMITED

Fa:aemm-mamuwmm




Valued Clients

JSW STEEL LIMITED, TORANAGALLU & DOLVI.

THE UGAR SUGAR WORKS LTD., UGAR KHURD

BILAGI SUGARS LTD., BILAGI

VITTHALRAO SHINDE SAHAKARI KARKHANA LTD, SOLAPUR, MAHARASTRA

VISVESVARAYA IRON AND STEEL PLANT, BHADRAVATL

BMM ISPAT LTD., DANAPUR

NUCLEAR POWER CORPORATION OF INDIA LTD., KAIGA

INDRESHWAR SUGAR MILLS LTD.,SOLHAPUR.

GEM SUGAR LIMITED, KUNDARGI, BAGALKOT

SATISH SUGARS LTD., GOKAK ,DIST ,BELGAUM.

Energy & Environment

PASSAVANT ENERGY & ENVIRONMENT, GURAGOAN, HARIYANA

DAVANAGERE SUGAR CO., LTD., KUKAWADA

SHRI RENUKA SUGARS LTD.,

THE MAHATMA GANDHI SSK LTD. SINDAGI.

NSL SUGAR LTD., MADDUR

SHRI BASAVESHWAR SUGARS LTD. KARJOL, VIJAYPUR

ADITYA BIRLA CHEMICALS LTD. BINAGA, KARWAR.

MANALI SUGAR LTD., SINDAGI BLJAPUR

GOA SHIP YARD Ltd.Vasco, Goa

BIDAR KISSAN Shakkar Karkhana LIMITED,BIDAR.

THE WEST COAST PAPER MILLS LTD. DANDELI.

SHRI CHAMUNDESHWARI SUGARS LTD., MADDUR

JAGARUTI SUGARS LTD., LATUR

KRANTIAGRANI DR. G.D.BAPU LAD SAHAKAR] SAKHAR KARKHANA LTD,., SANGLL.

THE NANDI SAHAKARI SAKKARE KARKHANE NIYAMIT KRISHNANAGAR YLAYPUR

SHREE SANGAM SHAKAR] SAKKARE KARAKHANE NIAMIT. HIDAKAL DAM

152



Valued Clients

@WALLACE

AT EVERY CORNER OF LIFE

'S 5.5.ENGINEERS

i igert Excinieaing

SHA WALLACE LTD., GOA

MC. DOWELLS, GOA

KARNATAKA POWER CORPORATION LTD, RAICHUR & KADRA

BUKARO STEEL PLANT

AUDCO INDIA LTD., CHENNAI

KBK CHEM ENGINEERING PVT. LTD. (A Group of Shree Renuka Sugars Ltd) Pune

S. S. ENGINEERS INTELLIGENT ENGINEERING, PUNE

AADEESH ENGINEERING PVT LTD, PUNE

HIRANYAKESHI SAHAKARI SAKHAR KARKHANA NIYAMIT, SANKESHWAR

Dr. PATANGRAQ KADAM SANHIRA SAHAKARI SAKHAR KARKHANA LTD, SANGLI

SHRADDHA ENERGY AND INFRAPROJECTS PVT LTD. PUNE (MAA BHAGESHRI SUGAR)

SHRI PRABHULINGESHWAR SUGAR & CHEMICALS LTD, BAGALKOT

The Ugar Sugar Works Ltd.,

AR "
Pail
i

sugars

-
\.._\ SLR

%
ZFDELTA

CORP LANTED
“Shivshakti

<

ChemDist

THE UGAR SUGAR WORK LTD, BELAGAVI

VISHWARAJ SUGAR INDUSTRIES LTD, BELAGAVI

NATURAL SUGAR AND ALLIED, OSMANABAD

THE MALEGAON SAHAKARI SAKHAR KARKHANA LTS., PUNE

SHREE SAIBABA SUGARS LTD. LATUR

ATHANI SUGARS LIMITED., ATHANI BELGAVI

SHIVASHAKTI SUGARS LTD., BELGAVI

SLR METALIKS LTD BELLARY

HARSHA SUGARS LIMITED BELGAVISAHAKAR MAHARASHI SHANKAR ROA

MOHITE-PATIL SAHAKARI SAKHA KARKHANA LTD., SHANKARNAGAR-AKLU)

KPR SUGAR MILLS LIMITED. VIJAYAPUR

VISHWARAJ SUGAR INDUSTRIES LTD., BELLAD BAGEWADI

SHRI GURUDATT SUGARS LTD.-KOLHAPUR

DELTA PLEASURE CRUISE COMPANY PVT.LTD

SHIVSHAKTI SUGARS LTD SOUNDATTL

CHEMDIST PROCESS SOLUTIONS PUNE

MEGHA ENGINEERING PVT LTD PUNE
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Quality Excellence

We have a separate quality control
department under Excellent and Experience
Engineers. This quality Control department takes
care of quality at different stages of the processi.e. |
right from raw material inward to finished product
stage and procuring the all castings from EIL and
IBR approved with Wellknown foundries.

LIST OF CERTIFICATES WITH
REGISTRATION, APPROVALS &
THIRD PARTY INSPECTION

® IS0-9001 Certified
® IBR Certificate for Boiler Applications

e Indian Registerof Shipping (IRS)

® The Sugar Technologist Association of India
® NSIC-forgovt. Sectors

® BVQI-Bangalore

® Tuv

® MECON

® NPCIL

® Germanischer Lloyds

e LloydsRegister

T




BIGGER VALVES WITH IBR APPROVED

Microtech Valves in Size : 600#150 Gate Valve
Projects



Since 1992

N

( MICROTECH )

MICROTECH INDIA

“~—_—"Our Brand Competing with............

BORN TO ACHIEVE

VITTALRAO SHINDE SAKHAR KARKHANA LTD;

Gangamainagar - Pimpainer, Tal. Madha, Dist. Sclapur (MS) PIN -413 210.
@ Office Fax : (02183) 233536 Ph. No.: 233056, 233075, 233076, 233500,233511
7558242214, 7558242215  E-mail id : vs.sugar@gmail.com, vssklblogspotin

Reg. No. SUR/IMADH/PRG/(A) S 90/1999/Date 21/05/1999
GSTIN - 2TAAAAM1644B124,

PAN - AAAAM1644B

bSi. Babanrao Vitthalrao Shinde w.L.A. Founder-Chairman

IS0 9001:2008

Ref. NoVSSSKL/PURENG/ | S€S™ /201818

To,

MICROTECH INDIA . HUBLI
- S-11 & S-12, M. T SUGAR, FIRST GATE,
} ) INDUSTRIAL ESTATE, GOKUL ROAD,
e HUBLI - 580 030 (KARNATAKA)
(0836) 2210624
Fax No -

Date: 863/ 0%/ 2018

Purchase Order
Resolution MNo.
Our Enquiry No.  1B19/ENG/0047
Your Qugo. No. Mi-186-W
Ref P.C.. No. 1819/69

Subject : - Purchase Order For Supply Of C I Shuice Valves
Kel.. The Negotiation Held on Board Meeting d1.30/66/201%

Deear Sir.
in continuation 1o reference on subject we are pleased to place our firm order for supply of the matenal as detmled
below,
‘SrNe. | Miaterial Description | MAKE UOM  Basic Rate Qua.ndty Amount
| WITHS.. SPINDLE, 8.3, SEAT & : ;
; . BODY RING, sxzal-NBFLANGED : : ;
RS CAISENIKSB!THORATMCROTECH : g :
. Al ; .:
by PPVLODI004 CI SLUICE VALVE -- L NO ey
| . WITHSS, SPINDLE, $.8, SEAT & ; e :;
: . BODY RING, SIZE:1 12" NB FLANGED ! : ;
| CALSEN/KSB/THORAT/MICROTECH
‘3 | PPVLO01004 CI SLUICE VALVE - - L NO 30,0001
:‘ | WITHS.S. SPINDLR $.5. SRAT & g s
. BODY RING, SIZE;2" NB FLANGED i
. END. MAKE - | |
. CALSEN/KSBTHORAT/MICROTECH :
Total Value _
Rupees 7928566=00
Purc tticer Head Of Dept. Man)a‘gﬁ Dhrector /]

Emai I - vs sugar_purchase@yahoo.comvGontact No: 9049243455

&



Sinoe 1992

( MICROTECH )

v

BORN TO ACHIEVE

Z&ﬁ.@f& Bep-ddmon SILY To, SMFLE

Shree Doadhaganga Krishna Sahakari sakkare Karkhane Niyamit,

CHIKODI. - 501 247, Dist.Belgaum Karnataka State.
Gram : “GANGASUGAR" ; 257200 TO 05 (5 Lines} Fax . DB338-276105 ¢-mail : pra.dksugaragmail.com

Nao:

To,

Mic

Sir,

PRS/Mech/Valves/2015-16/ |g; 3 Date: 24/08/2015
[PURCHASE ORDER| e r.]'
rotech India

15t Gate, Industrial Estate

Gokul Road Hubli-5806030

Ph.No: 0836-2210624

Email : marketing@microtech.org.in

Sub: Order for Supply of Valves.
Ref: 1) Our Enquiry No : P-58 dud : 22/05/2015.
2) Your Quotation No 6 drd 23/05/2015.
3) Negotiation held with you in EC meeting dtd 02/06/2015.

Your rates for supply of materials are accepted & order is placed with you for supply of

Following materials as per our specific terms & conditions as specified below:

Material Description B.CNo | Qty | Unit | Rate | Amount |

Cast Iron Flanged Sluice Valve with ISI .
Mark, Kirloskar /Calsons /Marck / [ :
Thorat/ Microtech Make, Duly Drilled as |

! Mark, Kirlosioar/Calsons/Marcl/  “m* &
| Thorat/Microtech Make, FN1.6 e . = —
T [#0mm P45 | 2 [ MNos
| b | 50mm - P-46 2 Nos
| ¢ | 65mm - | P47 2 Nos
d_80mm _ 1 P48 | 2 | Nos
a 100 mm | P49 | 3 Nos
| 125mm | P50 [ 3 | MNos |
Lo lotumm. = L PSE I3 | Mos
h__| 200 mm | P52 L 2 | Nos
i Z0mm P-53 2z Nos
I 300 mm o= == | P5SC 1 1 | Nos
2 | Castlron flanged Non - return valve :
( swing check type] dully tested to 7.5
Kg/Cm? & drilled as per Table D.
Kirloskar/Calsons /Marck/ Thorat /
Microtech Make. ) = |
4 Mark, Kirlesksr/Calvons/Marck/ | P58 | 2 | Hos
b Tllnraﬁ’l\dicmtechl\lake, P-5% 3 Nos
C__ ' 80 mm dia P-60 2 | Nes |
[ d __]ﬂ_mm dia P-61 2 | Nog
e | 150 mm dia_ | P83 2 | Nos
3 | Gunmetal flanged sluice valve Leader/ |
| Bajaj / Microtech Make with ISI mark & | !
| tested to 7.5Kg/Cm? Leadert | | |
| & Bn,]wMicmmch Make | P9 |20 Nos
b [ 25mmdia P-10 | 30 | Nos
l_c |50mmdia = L gz 15 Wow
TOTAL VALUES

MIGCROTECGH INDIA

Our Brand Competing with......cseuue:

RUPEES 507774/- /




Sinoe 1992

oy MIGROTECH INDIA

Y. o Orders by reputed clients

BORN TO ACHIEVE
~. e P.0. : Vidyanagar, Village : Toranagafiu
> Vidyanagar-58327'3
Vendor Code : 0010004067 Bellary-Kamataka { India )
Name : MICROTECH INDIA Tel No: 08395-250120 TO 250130
Fax No: 08305280132
Address 1 §-11 & §-12, M.T. 1
Blau..é;ki'l Mm st Gate immtrial E-mail: commLvijayanagar@jsw.in
HUBLI-820030-Karnataka-ndia P.0.No.:VINR/1 14006/CAP/C/4T00031985
Ph.No - 0836-2210624 P.D.Dd!:u.ﬂﬁ.ms
Mb.No. | 9448112223 Type:CAP-O0M
Fax No. : 0836-2333595
E-mail : marketing@microtech.org.in
PAN NO : AANFM9518J
TiN no ¢ 29710020248
Manufacture & Supply of valves for LCP Kiln #12
We are pleased 10 place order against your Ref. Quote No. Dated: @8 parbeiow mentioned PRICE, terms &
conditions, ar
NED ARE IN
SR. |ITEM CODE vom [TOTAL'BASE| TOTAL |DELVERY SCHEDULE
NO. [pESCRIPTION VALUE VALUE
| T
301020185
| | A
30.10.2015)
§ M I 30.40.2015
| I
3 3 30.10.2015
|
1 T 1
3 30.40,2015
| | |
T T T
36102015
| | |
! i ! 30.10.2018
I l l
l 1 ]
. 30.10.2015
l |
X 30.10.2018
Page No:1/5
EGC NO.-AAACY maam'1 ; COMMISSIONE RATE: BELGAUM : RANGE . HOSPET - B ; DIVISION - BELLARY | G57_ uﬁeﬂs,
VAT ; 20830016301 ; PAN : AAACJ4323N ; SERVICE REG, : J4323INSTO01 ; CIN :L2T102MH1994PLC1152028
Total Value
Rupees 5991239=00
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MICROTECH INDIA LIST OF PRODUCTS

Sk | pescription MOC Size Pressure | Romarks
No. Rating
1. | Gate Valve WCB/CI/ 15mm to 150#/300#, | S/E, F/E,
CF8/CF8M/A- | 2000 mm 600#800# | SWE, BWE
105/CF3M/ GM/
BRASS
2_| Globe Valve | WCB/Cl/ 15mm to 150#/300#, | S/E, F/E,
CF8/CF8M/A- 2000 mm 600#800# | SWE, BWE
105/CF3M/ GM/
BRASS
3. | Check Valve | WCB/CI/ 15mm to 150#/300#, | S/E, F/E,
& Wafer Type | CF8/CF8M/A- 2000 mm 600#800# | SWE, BWE
Check Valve | 195/CF3M/ GM/
BRASS
4. | Ball Valve WCB/Cl/ 6mm to 300mm | 150#, 300#,| S/E, F/E,
CF8/CF8M/A- 600#, 900#,| SWE
105/CF3M/ GM/ 1500#
BRASS
5. | Nsadle Valve | S8-410/304/316 | 06mm to 50mm | 150#, 300# | S/E, SWE
600#, 900#,
1500#
6. | Butterfly WCB/CI 50 mm to PN10/PN16 | Wafer
Valve CF8/CF8M 1200 mm /150#/300# | Type, Lug
PN25 Type, F/E
7. | Sluice Valve | Cl 15 mm to PN-16, Flanged
2000 mm PN-10 PN25| End
8. | Non Slam EN18/EN30, 6 mm to 150#, 300#| Water Type
Check Valve | WCB/CF8/CA 15 | 2000 mm
9.| Plugvaive | WCB/Cl/ 50mm to PN10/PN16 | S/E, F/E,
CF8/CF8M/A- 600mm [150#/300#| SWE, BWE
105/CF3M
10. | Diaphragm | WCB/Cl/ 50mm to PN10/PN16 | S/E, F/E,
Valve CF8/CF8M/A- 600mm /150#/300#| SWE, BWE
105/CF3M
11. | Strainer Valve | WCB/CI/ 50mm to PN10/PN16 | S/E, F/E,
CF8/CF8M/A- 600mm /150#/300#| SWE, BWE
105/CF3M

MANUAL / PNEUMATIC OPERATED & ELECTRICAL OPERATED MANUFACTURER AS PER THE STANDARD & ALSO CUSTOM MADE
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Quality, Competitive, In Time Delivery are lasts long... really long

SLUICE GATE VALVE

Iom-020=-3%

Iam=080=3

CAST IRON SWING CHECK VALVE (NRV) IBR

Iom-0En=-2

BRONZE & GUN METALS VALVE

Iom=0nn=1

Features Inshde & Quiskde Screw and yoke type, Bolted Bonnet, Rlsing &
Non Rising spindie design, user forwater supply upto 80 dag G

Application : Waterworks, Sugar plants, Pulp & Paper Industries, GChemical
& Fertiliserindustries, Process Indusiries.

Design Standard : 18:14846 (15-780) andBS-1414

Testing Standard BS: 6755 (Part-1) & API-598

Type Rising & Non RisIng Valve

Sizo Range 50mmto 2000mm

Rating PN1.0andPN 1.6and Glass-150

Ends :  Fanged ends ANSI-B16.5 FE-RF to 'D'tablg, PN-101S-1538 &
1o suit customer raquirements

IMaterial of Const :

Body/Bonnet/Wedge CastlronI5: 210 Gr. FG200/ASTM-A-216 GrWCB

Stem/Seatring Brass/56410/55 304/56 316

Seals GAF/ Graphita Asbostos

Worling Pre,/Temp  :  For CI-SLV Valve Hydro seat-10kg/ cm2 shell 15kg/cm2 Temp
40 dag-80 dag C. For CS GTV - working pressura # 150 seat
22kg/om2, shell 30kg/em2 Air 6.9kg/com2 Back seat
22kg/om2 Temp -50 deg - 180 deg C.

Operation : Handwhesl Operated (Standand) Manual Gear Operated
& Actuator available on customerdemand.

Foatures Rising Spindie Boltad Bonnst

Applization Water Works, Sugar Plants, Pulp & Paper Indusiries,
Chemical & Fertiliser industries, Process Industries

Design $id BS 5152 / AP1 600 / ANSIB 16.34

Tosting Std BS 6755/ AP 598

Type Rising Spindie

Size Range 50mmio 2000mm

Ratings 1504, 300#, 6004, BO0#, 3004, 15004
&PN10toPN 16

Ends Flanged End

MOC Body {astIron - GG25 /15 210 Gr, FG 200/ 220

Tiims 8.5.A151 410/ Bronze

Working Pressure Hydro seat: 10 Kg/iCm2,

/ Temp Shell : 15Kg/Cm2, Tem : 40° to 80°.

(Operation Manual Hand Wheel/Actuator/
Gaar Oparated

Features Single Casting Construction with Double Ranged Swing
Typs Check Valve with Simpla Design and highly
Precision for Hydraulle self flow control.

Application Water Works, Sugar Plants, Pulp & Paper Industries,
Chemical & Fertiiser industries, Process Industries

Daslgn 5td BS-1868 / Class-150#/PN-10

Testing Std BS 6755 / AP1 598

Type . Rising Spindle

Size Range : 50mmte 2000mm

Ratings 1504, 3004, 6004, 800:#, 900, 15004
&PN 1010 PN 18

Ends Fanged End

MOG Body Cast Iron- GG25 /IS 210 Gr. FG 200/ 220

Hing Pin/Stop Pin/Spring:  5.5.AI81 410/ Bronze

Body Seat Facing S.5.A181 410/ Bronze

Worldng Pressure/Temp -  Hydro seaf: 10 Kg/Gm2,
Shell : 15Kg/Gm?2, Tem : 40° to 80°.

Operation Self Operatad.

BUTTERFLY WALVE
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SLUICE & GAST STEEL GATE VALVE



Quality, Competitive, In Time Delivery are lasts long... really long

API - 600 CAST STEEL GATE VALVE IBR  Features :  Outside Screw and yoke type, Bolted Bonnet Rising Spindle

Deslgn Used for Gas, Steam, Petrochemical & Oll supply upto
-268"Cto425°G

Application . Petrochemical, Reflnery, Steel Plants, Pulp & Paper Industries,
Chemicals & Fartllise Industries, Sugar Plants & Process
Indusirles

Design :  AP| - 600 Bolted Bonnet, 05 & YT, Rising Stem, Handwhsal
Operted

Tasting Standard : API-598

Tvpe : RisingValve

Skze Range : 50mmto 2000mm

Rating : Class-150/Class-300/ Class-600/ Class-900/ Class-1500

Ends :  Flanged-ANSI B 16.5 RF Class 150/PN-10/Customer $pac.

Material of Const

Body : CS-ASTMA216Gr WCB/GFS/CF8M

Trim : 13%Cr. Steel /AIS1410/304 /316 / Stalited overly

WorkingPre./Temp  :  Hydro Test Pressure : Body Shell - 30 Kg/Gm’, Seat - 22
kg/em’, Pnsumatic 6.9kg/ Cm’

Temp Rangs 1 -29°Cio425°
Oparation :  Handwhesl Operated/ Actuator Operated/Manual Gear Operated
CAST STEEL GLOBE VALVE IBR Features :  Rising Spindle Bolted Bonnet Design Used for Gas, Steam,
Petrochemical & Oll Supply upto- 29°cto 425°C

Application :  Petrochemical, Refinery, Steel Plants, Pulp & Paper Industrias,
Chemicals & Farlilise Industries, Sugar Plants & Process
Industrias

Dssign . BS1873

Tosting Standard :  BS-6755 Part-1/API-508

Type :  RigingValve

Size Rangs : 50mmto 2000mm

Rating : Class 150/Class 300/ Class 600/ Class 900/ Class 1500

Ends . Hnged ANSIB 16.5 RF Glass 150/ PN-10/ Gustomer Spec.

Mateatial of Gonst. !

Body . CS-ASTM-AZ216, GrWGB/CF8/GF8M

Trim : 13%Cr, Steel/ AIS1-410, 304, 316 and Stallte Overly

Working Pressure :  Hydro test pressure Body Shell 30ko/eny’, seat -22kg/em’
prisumatic 5.9 kgern®

Operation :  Handwheel Operated/ Actuator Operated

Features :  Single casting construction with double flanged swing type
check vaive wiih simple design and highly precision for
hydrolic seff flow control.

Application : Petrol chemical refinery steel plant power plant, pulp & paper
Industries chemical & fertiliser Industres, process Industres
and water works.

Dasign Standard . BS1868 Swing Typa/API-594

Tosting Standard :  BS©6755 (Part-1)/API- 598

Type :  MNonReturn typs flangad ond/ Swing type flanged end.

Size Range : 50mmio 2000mm

Rating : Class 150/ Glass 300/ Class 600/ Glass 900/ Glass 1500

Ends : Hanged End Drlling B16.5 Class-150 & [5-1538 PN - 10 &
PN-16

Materlal of Const. :

Body . CastSteel ASTM A-216 Gr. WGB & GF8/ CFBM

HingPIn/StopPin/Spring:  SSAISI-304/410/5% AIS|-304/410

Body Seat Facing 1 13%Cr. Steel / AlS1 410/ Stalite overly

WorkingPre/Temp  :  21kg/cm’ Shell 31kg/em’ Temp. - 29°C 425°

Operation . Self Operated

RIGHT ANGLE VAIVE DUAL PLATE GHEGK VALVE KNIFE EDGE GATE VALVE ISOLATED VALVE STUP VALVE

<



Quality, Competitive, In Time Delivery are lasts long... really long

FORGED STEEL GATE GLOBE & CHECK VALVE IBR

NEEDLE VALVE iBR

BALL VALVE WITH PNEUMATIC & ELECTRICAL ACTUATOR

IRS Approved Valves

—

Quick Valve SDSL Globe Valve

Features

Application
Design Standard

Testing Standard
Type

Skze Range
Rating

Ends

Material of Const
Body/Bonnet/Cover
Wedge/Dlsc
Seafring

Gasket

Worked PrafTamp
Operation

Features

Application

Dssign Standard
Testing Standard
Type

Size Range
Rating

Ends

Materal of Const.
Body/Bonnst
Nesdle

Seatring

Packing Seal
Working Pre/Temp
Operation

Features

Application

Daslgn Standard
Testing Standard
Type

Skze Range
Rating

Ends

Materal of Const.
Trims

Working PrefTemp
Seat and Seals
Operation

272

Fire Hydrant Valve

Compact design, Bolted Bonner/Cover, OS &Y type and rising
stem {Gates & Globs). Spring loaded disc (Check) with
renawable seat rings with IBR speciOcations.

Steam lines, Hot liquids lines & Nuclear Plant

API-602, BS:5352 for Gate Valves

BE&:5352 for Globse & Check Valves

API-598, BS:6755(Part 1)

Reduced bore and standard bore

Bmm to 50mm

Class-800/Class 1500

Screwed ends to BSPBSPT/NPT Socket weld ends to ASME
B186.11 Butt weld ands to ASME B16.25 (Ranged end also}

A106/F304{F316

CA15/CF8ICF8M

SS410/83304/55316

SPWSS304 Asbestos Dlled

Pneumatic Test 7 kg/cm’ Hydro Test 210kg/em,*180 th 425 ¢
Handwheel Operated (Standard)

Single Piece mobust body construction, screwed in bonnst
with assthetlcally & functionally designed hardwheel with
powdser coated painting.

Prematic system, Airlines, Steamlines, Gas & Oxygen,
Acetylene Industries

Manufacturer’s standard

B&:6755 (Part 1)

2 way & 4 way Port Wave

3mm to S0mm

Class-800/Class 1500

Screwad Male/Female ends to BSP/BSPT/NPT Socketwald
ends to ASME B16.11

S8410/58304/58316

55410/55304/55316

88410/88304/85316

PTFEPA 12

Preumatic Test 7 kg/em: Hydro Test 210kg/om,*180 th 425 C
Handwheel Operated (Standard)

Single Fiece, Two Piece & 3 Way L-Port & L-Port Ooating
type Ore safe quarter turn Valve for On-Off Service & Anti-
Statlc Daslgn.

Petrol-chemical, Fertilizer Qil & Gas, Sugar, Pulp & Paper
Steel Industries and Power Plants.

B&:5351, BSENISO:17282-2004

BS:6755 (Part 1)

Full Bore/Reduce Bore

15mm to 250mm

Class-150 and Class 300

Flangged Ends to ANSI b:18. 5 Raised face/Flat Face.
Body/Slde Plece:A216-Gr. WCB/CF8/CF8M
S5410/S8304/55318

15 kgfemf-40 kglom. X180 th 200 C
PTFE/GFT/RPTFEMetal Seat for high temperature
On-Off Type Modulatering Confrolled

SDNR Valve



Quality, Competitive, In Time Delivery are lasts long... really long

FLANGED END BALL VALVE IBR

BUTTERFLY VALVE WITH PNEUMATIC
& ELECTRICAL ACTUATOR

Y TYPE STRAINER, FLANGED END
CLASS -150 TO 600

CIDOUBLE BEAT VALVE

Features

Application

Deslgn Standard
Testing Standard
Type

Size Range
Rating

Ends

Material of Const
Trime

Working Pre/Temp
Seat and Seals
Operation

Faaturas

Application
Design Standard
Type

Size Range
Rating

Ends

Material of Const.
Trims

Soats & Seals

Disc Bond
Working PrefTemp
COperation

Features

Application

Deslgn Standard
Type

Size Range
Rating

Ends

Material of Const.

Mash
Trims

Single Piece, Two Piece & 3 way L-Port & T-Port Doating type
Ure safe Quarter tum Valve for On-Off service anti-static
Design.

Patro-chemical, Fertilizer, Oil & Gas, Sugar Pulp & Pulp Power
Industries and Power Plants.

BS:5351,BSENISO:17282-2004

BS:6785 (Part 1)

Full Bore/Reduced Bore

DN 15 to DN 300

Class-150/Class 300

Flanged ends to ANSIB:16.5 Raised face/Flat face

Body/Side Piece:A216-Gr.WCB/CFS/CFaM
S5410/55304/35316

15 kg/emto 40kg/om,”180 th 200 C

PTFE/GFT/RPTFE/Meatal Seat for high temperature

Lever Operated up to DN 100FB

Gear operated DN 150 FB and above

Lugged/Solld waffer type dasign with 80°turn valve for On/Off
Service,

Water works, Sugar Plarts & Pulp & Paper Industries.
AWWA-C-504, B5-5155, API-609

Lugged water type/Solid waffer type.

40mm to 300mm

Class-150/Class PN 10

Lugged/Solid

Cl, SGl, WCB, CA-15, CI§, CFEM

58410, 88-304, 55-316 & EN-19

Neoprens, Nitile, EPDM<Hypolone,

PTFE «te.

Ebonite/Rubber (Certer Disc)

24 kg/om’ with Synthetic Rubber

Hand lever oparated upto 150mm. Above 180 mm to 200 mm
Gear Operated

Straining all types of liquid Dows with implemented
Dust remover facility.

Patrol-chemical, reOnery steel plant power plant, pulp,
paper industries Chemicals, ferlilizer industries.
procsess Industries and water works.

Manufacturing Standard & Others.

Y Typa Basket Type, T Tvps & Customlzed

50 mm to 1000mm

Class-150 and Class 300/Class600

Flangged End Drilling B16.5 Class

#150 & 13-1538, PN-10 & PN-16

Cast Stoel ASTM A-216, GrWCB/CF8/CFSM & ClI
Perforated Screen Dla 1.4mm with 233 holes

(Approx. per Square Inch} or Customize.

Warking Pre/Temp

BUTTERFLY VALVE
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SWING TYPE CHECK VALVE

Shell 31 kgiem™Temp 28 lo 425 &

GLOBE VALVE



Microtech Associated ELECTRICAL ACTUATOR

with Auma
Electrical Data for OPEN-Close Duty
auma* Electrical Data OPEN-CLOSE Duty SA3 - SA100
Three phase Sqguirrel cage AC Motor 415V, 50 Hz
Model Sg:g:iu;t Torque | Nominal Speed C;T;::t?glwl Current at Starting Power Full Load Efficien
50Hz rom max. Nm Output :;g Size load Max;] Current Factor ca{%} ency
KW Current* A Torque'' A A Cose
11 0.06 1400 63 0.28 0.31 1.2 0.6 48
16 0.08 1400 &3 0.29 0.38 1.2 0.6 48
22 .06 1400 B3 D.29 0.50 1.2 06 48
32 0.12 1400 63 0.:65 0.87 2.3 0.53 50
SA3 45 30 0.18 2800 63 0.58 0.5 3.3 0.66 85
a3 0.18 2800 &3 0.58 1.3 3.3 0.66 85
an 0.37 2800 83 1,32 1.8 5.7 0.51 4
128 0.37 2800 62 1.32 16 5.7 0.51 54
180 0.37 2800 63 1.32 2.2 5.7 0.61 B4
SA3.5 16 35 0.08 1400 &3 0.28 0.42 1.2 0.6 48
4 0.06 1400 63 0.728 0.29 13 0.6 48
¥ 58 0.06 1400 63 0.29 0.31 1.2 0.6 48
8 0.08 1400 63 0.28 0.38 1.2 0.6 48
11 0.12 1400 B3 0.85 0.7 2.3 0.53 50
16 012 1400 63 0.85 0.7 23 0.53 50
SAE 22 60 0.12 1400 E] 0.65 1.2 2.3 0.53 o0
32 0.18 2800 63 0.58 1.3 3.9 0.68 65
45 0.37 2800 53 132 1.9 57 0.61 B4
83 0.37 2800 63 1.32 24 57 0.51 54
a0 0.56 2800 71 1.5 3.08 9.0 0.71 75
125 55 0.55 2800 71 1.5 2.45 8.0 0.71 75
180 0.55 2800 71 1.5 3.52 8.0 0.71 75
4 0.06 1400 53 0.28 0.38 1.2 0.6 48
5.8 0.12 1400 63 0.65 0.7 23 0.53 50
8 0.12 1400 83 0.65 0.87 2.3 0.53 50
11 0.12 1400 63 0.85 1.2 23 0.53 50
16 0.25 1400 71 1.2 1.45 48 05 60
SA12 22 120 0.25 1400 71 1.2 1.80 4.6 0.5 60
32 0.37 2800 63 1.32 2.5 5.7 0.51 84
45 0.55 2800 71 1.5 3.08 8.0 0.71 i
83 1.4 2800 71 25 4.58 16.0 0.72 75
30 1.1 2800 71 2.8 6.50 16.0 0.72 75
125 110 3. 2800 71 2.8 510 16.0 0.72 75
180 1.1 2800 71 29 7.50 16.0 0.72 75
4 0.06 1400 63 0.29 0.45 1.2 0.6 48
5.5 0.12 1400 53 0.85 0.8 2.3 0.53 50
8 0.12 1400 63 0.85 2 23 0.53 50
11 0.25 1400 71 1.2 1.36 46 0.5 60
SA15 16 150 0.25 1400 71 1.2 1.66 4.6 0.5 60
22 0.37 2800 63 1.32 2.2 5.7 Q.61 B4
az 0.55 2800 71 1.5 275 9.0 0.71 75
45 1.1 2800 il 2.5 4.26 16.0 0.72 75
B3 % 2800 71 2.8 5.67 16.0 0.72 75
50 1.3 2800 71 36 78 17 0.72 75
4 012 1400 63 0.65 0.85 2.3 0.53 50
5.8 0.25 1400 71 1.2 1.28 4.8 0.5 &0
8 0.25 1400 71 1.2 1.64 4.6 0.5 60
i 0.55 1400 71 1.76 1.82 7.6 0.66 67
16 0.5% 1400 71 175 2.60 7.6 0.66 57
SA25 22 250 0.55 1400 71 1.75 3.58 7.8 0.56 BT
32 1.4 2800 71 28 4.75 16.0 0.72 75
45 1.1 2800 71 2.9 6.58 18.0 0.72 75
83 2.2 2800 a0 4.1 5.44 35 0.88 85
90 2.2 2800 a0 4.1 12.5 35 0.88 85
125 220 2.2 2800 90 41 8.85 35 0.88 B5
180 2.2 2600 af 4.1 13.6 35 0.88 B3
1) Current at max. torque. We recommended to select switch gear and cables suitable for those values.
* Whenever actuators are supplied with integral starter with TOLR, the tripping current set on the TOLR is same as nominal current / Full Load current.
We reserve the right to alter data according to improvements made. Previous data sheets become invalid with the issue of this data sheet.
duma’
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Automation Electrical Actuator

Microtech India Valve Accessories

GEAR OPERATORS

Microtech gate and globe valves are supplied withfully  -enclosed bevel gear operators
a

a standard for sizes and class ratings as shown in the table below. Gear operatars

are available as an option  in other sizes too.

ASME B16.34

Standard Stangard | Optional

150 | 1000mm 5 2

o 300 | 600mm

= 500 | 300mm

@ o0 | 300mm |
1500 | 300mm

o 150 | 1000mm

0 00 | e00mm

o) BOO0 | 300mm

(a

ELECTRICAL ACTUATORS

Electylcal Actuators may be used with Microtech valves In all slzes and class ratings.

The actuators can be operated In practically any position or location, and have a

provislon for manual operation, The actuators coms in weatherproof emclosure as a

stand ard, and in explosion -proof and such other special enclosures too.  For corroct
Selection of actuator, please speciy detafs of line pressure, differential pressure when
closed, power sUpply requinements and actuator accessories.

Electric actuator
Globe vabve

IRS Approved Valves
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AUMA Electrical Actuator



Manufacturing Process

This company is by M/s.
MICROTECH INDIA Hubli. We are
specialised in the manufacture of
API-600 Carbon Steel (WCB) and
Stainless Steel (CF8/CF8M), Gate
Valve, Globe Valve, Check Valve,
Needle Valves, Ball Valves, Sluice
Valves, Forged Steel Gate, Globe
& Check Valve, Butterfly Valves
and other Industrial Valves, and
Petrochemical Valves are
Manufacturing in well equipped
Machine Shop and by Testing
Facility as per BS-Standard, API,
ASTM Standard, IS Standard and
also as per customer specification.

We offer quality valves in the
range of %" (6mm) to
487(1200mm) dia with
pneumatically/ Geared / Actuator
and manually Operated. Which are
tested for Physical, Chemical and
Mechanical Properties,
: | Rediographic Test (KMTRC) and
Grinding Prosess Hydraulic & Pneumatic Test at our
Testing Primises.




Manufacturing Process (Welding) Tig Welding, Co2 and Stelliting

We can weld much faster than conventional machine that is welding of the Gate Valve, Globe Valve and
Check Valve seatrings. Welding the electrode is in form of lengthy wire {0.8mm - 2mm dia) would in a spool
which normal contains 12 to 12.5 kgs. This is fed continuously into the torch by a variable speed drive unit
which enables non-stop deposition if desired (Leak Proof). The shielding of the arc zone is done by Co2
gas. This gas is used for welding mild steel and low alloy steel. For aluminium, brass etc., argon gas is used.

(Ferrous and Non Ferrous Metals).
MICROTECH
M - MANUFACTURING
| - INDUSTRY Since 1992
C - CREATING AND P i)
R - RESEARCHING
O - ORGANISATION ( MICROTECH )
T- TRUST FROM THE B
E - EXPERTS AND BORN TO ACHIEVE

C - CONSISTENCE WITH
H - HARD WORK

Welding Section
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Manufacturing Process

We ensure that they are strictly
confirm to required standards and
specifications. We also issue test
certificates for all the items being
supplied by us. We ensure high
quality Material on our products.
Our separate quality control
departments takes care of quality
at each and every stages. We are
fully equipped with all measuring
instruments and testing gauges
duly Calibrated periodically. We
have good machining facility to
manufacture high quality valves
and valves components and other
engineering components.

Lapping and Sealing Process




CORPORATE DETAILS

Name of the cmpany

Factory and Reg. Office

Address

New Factory Address

Contact Persons

Communication to

E-mail

Website

Date of Establishment
Date of Incorporation
GST No.

PAN No.

Bank A/c Name

Bank A/c No.

Bank Name

Branch Name

IFSC Code

Excise Registration No.

Subscribed & Paid up Capital

MICROTECH INDIA

S-11 & $-12, M.T. Sagar,
1st Gate, Industrial Estate,
Gokul Road,

HUBLI-580 030.
Karnataka-India

KIADB Plot No.-111 & 110,
Gamanagatti Industrial Area,

Near International Airport, P.B. Road,
(NH-4 by pass) HUBBALLI-580 025
State: Karnataka, INDIA

Mrityunjay S. Marol, M.D.
Praveen S. Kalal, General Manager Works

Phone : (0836) 2210624

Fax : (0836) 2333595

Mobile : 9481649523 / 9448112323
marketing@microtech.org.in
microtechmarol_@rediffmail.com
micromarol@rediffmail.com
www.valvemanufacturers.in
02-01-1992

29-04-1998

20AANFM9518J12)
AANFMO9518J

Microtech India

10152240081

State Bank of India

SME Branch, Gokul Road, Hubli

SBIN0002212

AANFM9518JXM001

10 Crores




CORPORATE DETAILS

10 No's
25 No's
15 No's
40 No’s
10 No’s

Man Power : Managerial
: Technical
Staff
Workers
QOthers

ESI No. : Ins Il 58/0945/66
: Date : 24/11/2011

PF No. d KN/HBL/27714
: Date : 01/10/2004

Factory Area . Total Plot Area - 3Acres
Corporate OfCJce - 4000 sq. ft.
Factory
{Production Planning & Control) - 20000 sq. ft.
Quarters - 6000 sq. ft.
Garden Parking
Open Space - 8000 sq. ft.

Production Capacity : 2500 Valves per Month
& Engineering Components

Production Range : 1/4” (6mm) to 48" (1200mm)
Class-150 to Class-2500

Working Hours : 2 Shifts
1st Shift 7.30 a.m. to 4.00 pm
2nd Shift 4.00 p.m. to 12.30 am
General Shift 9.00 a.m. to 7.00 p.m.

Holiday : Sunday




Design and Drawings

Cl SLUICE VALVE ( NON RISING SPINDLE})-IS : 14846

Cl FLANGED END NON RISING TYPE SPINDLE GATE VALVE AS PER IS : 14846 (PD) : 2000

Hotas;
MATERIAL OF CONSTRUCTION 1. All Dimensions ane In MM. unless
§ | Deseription Wiseriety otherwise stated.
No
01._{ BODY £l 15:210 FG 200 2. Valve shall Generally confirm to 1§
02, | BONNET €1 I5:210FG 200 : 14846 [PD) 2000 PN-10,
03, | WEDGE €1 5:210FG 200
04. | WEDGE NUT 15318 fth2 3. HAanged Ends Drilled 1o BS-10
05, | STEM 410 Table -D.
06. | BODY SEAL I5:633 RUBBER TYPE-B
07. | BONNETSEAL | I5:638 RUBBER TYPE-B 4 Hyd, Test Pressure
08 | STUFANGBOX | € I5:210FG 200 Body-15Kg/Cim2
09, | PACKING 15:5414 JUTE & HEMP Seat: 10 Kg/tm2
10, | GLAND FLANGE | €1 I5:210FG 200
11, | HANDWHEEL | €1 15:210FG 200
12, | BODY BOCI/NUT | 15:1363 CARBON STEEL
13. | BODY SEAT RING | 15:313 LTB2
14, | WEDGE FACE 15318 1TB2
RING
ALL DIMENSIONS ARE IN M Nis per 15-14846) A MICROTECH INDIA
SIZE 50 65 80 100 [ 125 [ 150 | 200 300 MICROTECH $11, 5-12, MIT. Sagar, 1 * Gate, industrial
A 178 | 190 | 208 | 229 | 254 | 267 | 292 356 —__ Estats, Gokul Road, Hubll 530 030,
BiMax] | 365 | 385 | 425 | 470 | 485 | 505 | 728 210 BORNTO ACEIVE Tod: 0535 — 2233595,
SCPNAD| 225 | 225 | 235 | 320 | 320 | 320 | 360 | e
@0 | 1524 | 165 | 1842 | 2159 | 2540 | 2794 | 3364 S

-
]
i
&5
{ry
i

181 | 225 | 207 | 223

™ 04 08 08 08
18 19 13 18

1778 | 2056 | 2350 | 2821
50 55 90 140

Zf: TITLE: €1 FLANGED END HOM RISINS THPE SPSDLE SATEVALVE AS PER IS ; I5-1488¢

SCALE | NTS DATE
DRN | PRMD | 08.05.09 Drawing No :
CHD PSK | 03.05.09 MU/GTV/FES IS13846/NR/GA
APPD | MS5M | 03.05.09
Ref, No:

Bl=~
s

Hole @ 18

| Wetkg | 5

o
B
i
§
&
&
&

B
t

SRR
&

€l SLUICE {GATE) VALVE NON RISING SPINDLE FLANGED END IS : 780 STD

i P.No | PartHame | Materiais
i — Body C {15 210 FG 200
z Body Seat GME318ITE2
Wedge G {15 210 FG 200}
WedgrSeat | 6.M 15338182
Spindle 5.5 AISH410
Spindila bt | G.M 5315 LTB 2
G Gasket Rubber/ CAF
Bonnet CA{15: 210 F5 200}

Stuffing Box__ | CJ (I : 210 FG 200}
Gland Packing | Graphited Asbestos Rope
Gland CA115 : 210 FS 200}
T-BoRs G Nuts | I5: 1367 (L 46 5. 4.0
BolsRNuts | 15:1367 Ol A6 R 40
Hand Wheal | G1 (15 : 210 FG 200}
SeatScrew | 15:1367 0L 46

FIEBRE S e o|wu|e|n|alulm -

Hotes;
All Dimensions are In MA. unless otherwise stated.
t Valve shall Generally confirm fo 15 : 1S-780
a ' - Flanged Ends Drilled to BS-10 Table D.
Hyd. Test Prossure: Body-15Kg/Cm2, Seat: 10 Kg/Cm2

etk Motk — MICROTECH INDIA
5ke L [ T PLD | N | gh MICROTECH —‘
S0mm | 245 | 152 | 16 | 114 | 04 | 47 $-11, 5-12, M.T. Sagar, 1™ Gata, Industrial Estate,
B5mm | 220 | 165 | 16 | 127 | 04 | 17 m-m Gokwl Road, Hubl 560020,
B0mm | 230 | 188 | 21 | 146 | 04 | 17 ACEnY Tel: 083G 2333555,
T00mm | 255 | 216 | 22 | 178 | 04 | 17 QLEINT
125mm | 266 | 254 | 225 | 210 | o | 17 PROJECT :
150mm | 280 | 279 | 23 | 235 |08 | 18 THTLE: €1 FLANGED EMDD HOM RLSING TYPE SPINDLE GATE VALVE AS PERES : 5780
200mm | 318 | 337 | 245 | 292 | o8 | 22 SCALE len DATE
250mm | 355 | 406 | 26 | 356 | 0% | 22 DRN 13.05.09 .
300mm | 356 | 457 | 27 | 408 | 12 | 22 CHD | PSK | 0B05.09 |  DrwingNo:MUGIV/FE/ IS-780/NR/GA
ABED | MSM | 03.05.08
Ref. No :

3¢



Design and Drawings

Cl GLOBE VALVE STD.:- BS-5152

"MICROTECH MAKE CAST IRON GLOBE VALVE"

STD.:-BS : 5152

MICROTECH make Cast Iron Globe Valves Flanged Ends, as per
BS: 5152 Hydraulically Tested to 15Kg/€m2, Flanges to be Faced &
Drilled as per BS:10 Table-D. GM Internal Working Parts, 55-410
Spindle, Hand Wheel Operated.

5 NO

DESCRIPTIOMN

MATERIALS

01

BODY

C.115.210,FG 200

0z

BOMNMET WITH YOKE

C.|15.210

03

DIsC

C.115.210

Da

GLAND

C.115.210

1]

HAMD WHEEL

C.115.210

06

STEM

55-410

07

BODY SEAT RING

G.MI5:318.Gr2

DISC SEAT FACING

G.MIS:318.Gr2

09 BACK SEAT G.M15:318 Gr2
10 GASKET | RUBEBER IS. 638 TYPE -8

i1 GLAND PACKING GRAPHITED ASBESTOS ROPE
12 BOLTS & NUTS 15: 1367 CL-4.6 & CL-4.0

13 EYE BOLTS | 15: 1367 CL-4.6 & CL4.0

14 YOKE SLEEVE G M I5:316 Gr.2

C CARBOMN STEEL
MICROTECH MAKE CAST IRON e

GLOBE VALVE FLANGE END

ALL DIMENSIONS ARE IN MM
L oW | @5 | @F

203 152 | 19 152
216 200 178
241 200 130
297 230 229
356 305
406 305
435 406
622
698 610 . i BODY 15 Kg/Cm .5q

TEST PRESSURE
(1Kg/cm?*=1Bar)

LN R R -

SEAT & BACK SEAT | 10 Kg/Cm .5q

“MICROTECH MAKE CAST IRON SWINGTYPE

CHECK VALVE” STD.:- 1S-5312-1
MICROTECHMake Cast Iron Non Return Valve, as per [5-5312
{PARTI), Hydraulically Testedto15Kg/Cm2 Flanges to be Faced &
Drilled as per BS:10 Table-E, GM Internal Working Parts,SS-
410HingePin

MATERIAL OF CONSTRUCTION
ITE DESCRIPTION MATERIAL SPECIFICATION
M
NO

BODY CAST IRON 15: 210 FG-200
BODY SEAT RING GUN METAL 15: 318 LTB-2
DOOR FACE RING GUN METAL 15: 318 LTB-2
DOOR SUSPENSION | HI TENSILE 15:320 HT-2
PIN BRASS
DOOR CAST IRON 15: 210 FG-200
HINGE CAST IRON 15: 210 FG-200
HINGE PIN STAINLESS 55-304

STEEL
COVER GASKET RUBBER 15 : 638 TYPE-B
COVER CAST IRON 15: 210 FG-200

MICROTECH MAKE CAST IRON
SWINGTYPE CHECK VALVE
FtoF DIA. OF P.CD | NDOF HYDROSTATIC TEST PRESSURE PN 1.0

(A) FLANGE HOLE
200 165 125 4 Body 15 Kg/ Cm2
240 185 145 a Seat 10 Kg/ Cm2
260 200 160 Design Std 15:-5312 P-1
300 220 180 (1Kg/cm’=1Bar)

210 i

MICROTECTE IND LA

400
500 296
600
700




Design and Drawings

CS GATE VALVE STD-API - 600 (IBR VALVES

o — "MICROTECH MAKE CAST STEEL GATE VALVE" STD..- AP-600
. "MICROTECH"Make Cast Steel Gate Valve Rising Spindle, Class150#,
= | Design Standard:API-600 Bolted Bonnet, 0S & Y Type, C.5/SGI Hand
. i Whee! Operated, Testing Standard:API-598, Ends: Flanged-ANSI B
! s 16.5, RF Class 150, Material of Const :Body: C.5-ASTM A 216Gr.WCB,
x | 5 % Trim:13% Cr, Steel/AIS| 410 Overly ,Bolts & Studs-B7-2H, Gasket-304
: ! ‘; “E; Spiral Wound Graphite Packing.
7 | 12 P | Qy Description Material
: | § °§ No
6 , T 1 | 1 |Body ASTM A 216 Gr. WCB
: | e |* 2 | 1 |Bonnet ASTM A 216 Gr. WCB
3, 1 | Wedge (Solid) A2316 Gr.WCB +13% Cr. Overlay
= A 4, | 1 |Stem AlSI-410
. - o i§ ool 5 | 2 | SeatRings AISI-410 / CA-15.
5 6 | 1 | BackSeatBushing AISI-410
‘ | % 7. | 1 |Gland AISI-410
P - N\ G 1 g j.L Eland Flange ASTM A 216 Gr. WCB
412t Wt e  Ciiers Deltd . oke Sleeve 561 Iron-6GG40
L 0. | 1 | LockNut AlSl-410
11, 5 | Stem Packing Graphited Asbestos
12, 1 | Bonnet Gasket Graphite Impregated 55-304
a#b ﬁ (ASTM A 240/304) W with
b . Ashestos Filler.
o 13. | Req | Bonnet Studs Gr.B7
14. | Req | Bonnet Nuts Gr.2H
15. 2 | Gland Eye Bolts & Nuts | EN-8+Plated
16. 2 | Gland Lock Bolts & Gr.B7 & 2H/ HT 8.8 Gr.
Nuts
CAST STEEL GATE VALVE . | 1 | Grease Nipple St
18 1 | Key Carbon Steel Polish Bar
RlSING SPINDI'E FI'ANGE END 150# 19 1 | Hand Wheel A216 WCB/Ductile Iron/ G Iron
0 1 | Hand Wheel Nut Carbon Steel,
ALL DIMENSIONS ARE IN MM Technical Data :Design Std : API-600,
SIZE 50 |65 |80 [100 (150 [200 |250 [s00 | TestingStd :API-598 (BS:6755-1)
Port 51 |84 (78 [102 [152 [203 [254 [305 | Flanged Ends: ANSIB 16.5FE/RF
L Face to Face-RF|177.8 [190.5 [203.2(228.6/266.7]292.1|330.2( 355.8| Face to Face: ANS| B 16.10
L1 End to End-BW| 215.9(241.3 [282.4 [304.8|403.3]419.1 | 457.2/501.6 -
H 353 400 |443 |508 700 |s46 [1026 |1180 Test Pressure In kg/cm
H1 410|470 |528 (818 |881 [1080 |1292 (1497 llKglcmz=1Bar)
$Wh 200 200 [250 [250 [300 [450 [450 |450 ,
4D [152.4 [177.8 [190.5]208.6] 279.4/342.9 | 406.4]482.8 Hydraulic | Class 1508
¢b 16.75 |17.53 |19.05(23.88(254 |28.45|30.23131.75 Testing | Shell 30
lsg 91.95 |104.65127 |157.23216 |280.75|323.85381 kg/cm’ Sast
f 16 16 |18 |16 |18 [1.6 [18 [18 22
8. 19.05 [19.05 [19.05(19.05|22.35(02 35454 [25.4 Back Seat
N 4 |4 4 [8 [8 |8 |12 |12 AirSeat | 6.9
K:PCD 120.85139.7 [152.4 [190.5| 241.3 |08 45| 318.94431.8 Working Temp -29°C To 425°C

354




Design and Drawings

CS GLOBE VALVE STD.:-BS-1873 (IBR VALVES)
- : "MICROTECH MAKE CAST STEEL GLOBE VALVE" STD.:- BS-1873
0d microTECH"Make Cast Steel Globe Valve,Class150#, Design Standard
< |85-1873-1975 Bolted Bonnet B7-2H Hand Wheel C.5/ SGi Operated,
@ Testing Standard:BS-EN-12266-1-2003/BS-6755P-1, Ends:Flanged-
= [ANSIB16.5, RF Class 150, Material of Const: Body:C.S-ASTMA216Gr.WCB,
63 [Trim:13%Cr. Steel/ AISI 410 Overly, Stem Packing SS-304 Metallic Wire
. : 7 Reinforced Ashestos 304 Spiral Wound Packing Stud Nut-B7-2H,
') | Part | Part Name Material Qty
—0 |y
| I ?’) 01 |BODY ASTM A216 GR. WCB | 01
— YD) 02 | BONNET ASTM A216 GR, WCB | 01
8 33 m |03 |GLAND ASTM A216 GR. WCB | 01
) I ''''' N YO — & |04 | HAND WHEEL 15210 CI GR. 20 01
— = (05 | DISC 13% CR 8§ 01
06 |SEAT 13% CR S§ 01
) | L‘_ N P CD 07 | BACKSEAT 13% CRSS 01
: | 08 |[STEM AlSI410 01
09 | CHECK NUT AlSI410 01
. 10 | STEMNUT NI, RESIST 01
a | ,I _ 1 STUDNUT A193 B7/194 2H 01
,s_% .».1.1 12 | GLANDBOLTING [ MS 01
ﬁ-" ﬁ" 13 | NUT. HAND WHEEL | S 01
L@“\. ! 14 | GLANDPACKING | GRAPHITE 01
; 15 | GASKET SPW-55304 01
CAST STEEL GLOBE VALVE
FLANGE END 1505
TECHNIAL DATA
ALL DIMENSIONS ARE IN MM Manufacturing Std. +BS 1873/ ANSI B 16.34
SIZE 50 165 80 (100 (150 |200 250 l300 Testing&lnspection Std. APl 593/ BS6755
Port 51 |64 [76  |102 |152 [203 [254 [305 | [FACEToFACE +ANSI 16.10
L Face to Face-RF|177.8 [190.5 [203.2(228.6(266.7|202.1(330.2| 355.6| [End Connection : FLANGED ANSI 8 165
L1 End to End-BW|215.0(241.3 [282.4 |304.8|403.31419.1 [457.2(501.6 | kholl wall Thickness  ANSI 16,34
H 353 (400 1443 |508 [700 [846 |1026 [1180
H1 410 (470 1526 618 861 (1060 [1202 [1497 CLASS 150
¢ivh 200 [200 I250 250 [300 |450 [450 |450 SHELL 10
¢D 152.4 [177.8 [190.5[208.6(279.4]242 9 [406.4}4826 || | HYDROSTATIC
$b 15.75 117,53 |19.0512388|254 12845 130.23131.75 TES'”NG Kg/ﬁmz SEAT
lbg 01.95 [104.651127 |157.23{216 |269.75)323.85381 2 BACK 3]
f 16 (16 16 [16 [16 |16 |16 |16 (1Kg/cm*=1Bar) SEAT
9 19.05 [19.05 |19.05 [19.05(22.35/22.3535.4 254
N 4 4 4 |8 8 |8 |12 |12 AIR SEAT 6.9
K:PCD 120.69139.7 [152.4 [190.5]241.3]208.45 316.95431.8 Working Temp _ -29°Cto 425°C

O



Design and Drawings

CS SWING TYPE CHECK VALVE:- BS-1868 (IBR VALVES)

“MICROTECH MAKE CAST STEEL SWING TYPE CHECK VALVE”
@_,.._] ‘ STD.:- BS-1868 SWING TYPE / API -594
" MICROTECH make Cast Steel Check Valve (NRV),
0 Class-1504, Design Standard:BS-1868:1975, Testing Standard :BS-
(:}_ / 1 N 12266-1-2003/BS6755 P-1, Ends:Flanged-ANSIB16.5, RF Class
: 7 1 §lo | | 150, Material of Const :Body :C.S ASTMA 216 Gr.WCB, Trim:13%Cr,
e v, TR - p
7 8 Steel/AISI 410 Overly Cover ,Studnut:B7/2H Seat Pr. :22kg/cm?,
: Temp Range:29°C to 425°C, Gasket : Spiral Wound 5304 +
1 . - .
Graphite Filler, Spiral Wounded,
; of &ﬁmi rDrﬂbd D I MATERIAL OF CONSTRUCTION
3t 0 8 m P.NO | QTV. NAMENCLATURE MATERIAL
L 1 1 | BODY ASTM A216 Gr, WCB
2 1 | COVER ASTM A216 Gr, WCB
3 1 | HINGE ASTM A216 Gr. WCB
4 1 | SEATRING A216 Gr. WCB + 13%Cr.
. i 5 1 | DISK A216 Gr. WCB + 13%Cr.
;‘,‘ 6 2 | DISKRETAININGNUTS | Gr. 2H
_ % 7 1 | DISK WASHER AlSI 410
8 1 | HINGEPIN AlSI 410
9 1 | COVER GASKET SPW 304 + GRAPHITE FILLER
CAST STEEL SWING TYPE CHECK VALV e
FLANGE END 150% 10 | 1 |COVERSTUDS 6r. B7
11 1 | COVER NUTS Gr. 2H
NOTE : Dimension are mention below up to 300mm
remalning dimension up to 1000mm valve dimension
will be provided agalnst customer requirement TECHNICAL DATA:
ALL DIMENSIONS ARE IN MM Design Sd. + BS 1868
SIZE 50 65 80 100|150 [200 250 (300 Testing Std. + BS 6755-1
Port 51 |64 |76 [102 [152 [203 |254 |305
o B Facs Rl 1778 1005 boszlmsslzmnilzesilssaloesg] FleneedEnds  :ANSIB 1G5 FE/RF
L1 End to End-BW| 215.9(241.3 |282.4 [304.8|403.3/419.1 | 457.2|501.6 FaceToFace  :ANSIB16.10
H 353 400 l443 |508 [700 |48 [1026 |1180
H1 410 1470 |526 |618 |861 |10680 [1292 |1497 TEST PRESSURE IN kg]cmz
$Wh 200 [200 [250 [250 [300 450 [450 las0
D 152.4 |177.8 [190.5 |228.6|279.4(342.9 [406.4|482.6 HYDROSTATIC | CLASS | 150
#b 15.75 [17.53 [19.05[23.88|25.4 [28.45[30.23[31.75
5 9195 [104.65127 15729216 |268.76] 30008381 TESTING kg/em’ | SEAT | 22
f 16 |16 [16 |18 |18 |16 [16 |18
$J 19.05 [19.05 |19.05 [19.05[22.35(22.3535.4  |25.4 FORSIZE15-300 | SHELL | 30
N 4 4 o 8 8 8 [12 12 - 5 =
K:PCD 120.68130.7 |152.4 |190.5|241.3|298.45| 316.99431.8 Working Temp -29°CTo 425°C
(1Kg/cm’=18ar)

40



Design and Drawings

FORGED STEEL GATE VALVE ('BR VALVES)

"MICROTECH" MAKE FORGED STEEL GATE
VALVE" STD.:- API-602"

|
1 , =:= rﬁ*h "MICROTECH"make Forged Steel Gate Valve 800# MOC : Body
' | ) — A105,Bonnet:A-150 Internal working parts AlSI-410 Gr.
! + Stem : AlSI-410, Full Bore, End : Screwed to BSP
1 L
. ' PT.NG] PART NAME MATERIAL
&:' el e 00 | BaoY A 105/F 304/ F 316
| = 5 02 [GEATRING | 4107304/ 316
=L 03 | WEBGE CA15/CFB/CFAM
o | [ | g \remtm M4 | HEXBOLT | A193GrB7
L= 05 | GASKET SPW S&316 + GRAPHITE FILLED
06 | BONNET A105/F 304/ F 316
07 | STEM 410/ 304 / 316
% %‘“ 08 [PACKING  |BRAIDED MOULDED GRAPHITE
[ 09 | GLAND 410/ 304/ 316
pariey - 10 | YOKESLEEVE |B. G. IRON IS:1865 / 74, 56 500/ 7
11 |HANDWHEEL |MALLEABLE IRON IS:14329 Gr.BM 300

"MICROTECH" MAKE FORGED STEEL GATE

VALVE #800
DESIGN STD. : APl 602/ BS 5352
CLASS 300 TESTING STD. : API 598 / BS EN 12266-1:2003
SIZE 8| 10| 15| 20| 25| 32) 40| 50
oA 64| 64| 95127 18| 24| 30| 36 TEST PRESSURE , Kg/cm” (1Kg/cm’=1Bar)
B= 73| 73| 73| 82| 106|140 140| 146 SHELL 207
g::i 110 | 140/| 110| 110| 110| 170| 170| 170 HYD. SEAT 152
= 2ILE ZIAZA IR ERT 4R T AR SEAT 07
10.2 104 |13.5114.517.3| 20| 21| 22
APFI:IROX 116 | 116 | 116/ 132| 154| 200| 200| 234
APPROX, Wiig | 23| 23] 22 25| 3.3 7.4] 7.6 9.5
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Design and Drawings

FORGED STEEL GLOBE VALVE

(IBR VALVES)

"MICROTECH MAKE FORGED STEEL GLOBE
VALVE" STD.:- BS-5352

"MICROTECH"make Forged Steel Globe Valve 800# MOC : Body -
A105,Bonnet:A-150 Internal working parts AISI-410 Gr., Stem ;
AlSI-410, Full Bore, End : Screwed to BSP

PART | PART NAME MATERIAL
NO.
01 |BODY A105/F304/F 316
02 |SEATRING |410/304/316
03 | WEDGE CA 15/ CF8 /CF8M
04 | HEX.BOLT | A193Gr.B7
L . _ 05 | GASKET SPW S5 316 + GRAPHITE FILLED
06 |BONNET  [A105/F304/F316
07 |STEM 410/304 /316
.' 08 |PACKING |BRAIDED MOULDED GRAPHITE
09 |GLAND 410/304 316
10 | YOKESLEEVE | B.G. IRONS: 1865 /74, 5G 500/ 7
11 | HAND WHEEL | MALLEABLE [RON IS: 14329 Gr. BM300
'MICROTECH MAKE FORGED STEEL
GLOBE VALVE #800
ALL DIMENSION ARE IN “MM” Design STD. : BS 5352
Class 8004 Testing STD. API 598/ BS EN 12266-1
SIZE 8 |10 | 15 | 20 | 25 | 32 | 40 | 50 |:2003
@A 64 | 64 | 95 |127] 18 | 24 | 30 | 36 || (1Kg/cm’=1Bar]
B15 73 73| 73 | 82 | 106 140 | 140 | 148 TEST PRESSURE in KG/CM’
@cs5 | 110 | 110 | 110 | 110 | 110 | 170 | 170 | 17.0 SHELL 207
D03 [ 97 97| 97 | 127|127 (127|127 | 158 HYD SEAT 152
@ |142|142| 218 | 272|339 | 427|488 | 612 BACKSEAT | 152
: 102102 135 |45 (173 20 | 2 | 2 AR SEAT 7
m':m 116 | 116 | 116 | 132 | 154 | 200 | 200 | 234
Approx. wefkg) | 23 | 23 | 22 | 25 | 33 [ 74 | 76 | 95




Design and Drawings

FORGED STEEL CHECK VALVE (lBR VALVES)

& —= 1| “"MICROTECH” MAKE FORGED STEEL LIFT
\ N CHECK VALVE” STD.:- BS-5352

A105,Bonnet:A-150 Internal working parts AlSI-410 Gr., Stem ;

/ M| “MICROTECH" make Forged Steel Globe Valve 800% MOC : Body -
/ /7
. , AISI-410, Full Bore, End ; Screwed to BSP

T3

I g l PART | PART NAME MATERIAL

NO.

01 |BODY A105/F304/F316

e 02 | SEATRING | INTEGRAL

03 |DISC 410/304/F 316

04 | GASKET SPW S5 316 + GRAPHITE FILLED
05 | COVER A105/F304/F316

06 | HEX.BOLT | A193Gr.B7

07 | SPRING 55316

'
=
L

MICROTECH MAKE FORGED STEEL LIFT

CHECK VALVE 800#

ALLDIMENSION ARE IN “MIM" Design STD. : 85 5352
Gass 14800 Testing STD.: AP 598/ BS EN 12266-1:2003
SZE | 810 1520520/ 50
OA 60| 60| 90 [120] 17 [225| B | 3 || (IKg/em’=18ar)
B5 | 73| 73| 73 | 82 | 106 | 140 | 140 | 148 TEST PRESSURE, KG/OM
D03 | 97|97 | 97 | 127|127 | 127 | 127 | 1538 L | 3
OF 142|176 218 | 272 | 339 | 427 | 488 | 612 ||| YD,
F o |102(104] 35 |15 (173 | 20 | 21 | 2 SEAT | 132
H |54 |5 | 5 | 65| 73|02 102] 155

APPROX.
Approx. | 15 | 15| 146 | 20 | 25 | 6.0 | 61 | B85

Wi.(kg)




Design and Drawings

"MICROTECH MAKE SS INVESTMENT CASTING
g SINGLE PIECE DESIGN BALL VALVES"
BS-5351

"MICROTECH make S5 INVESTMENT CASTING SINGLE PIECE
DESIGN BALL VALVES MOC : Body & Ball-ASTM A351 Gr.CF8, Stem
AlSI-304/316/410, Seat & Seal —PTFE, Blow out Proof Stem :
Floating Ball Full Bore, Lever —with PVC Grip, End : Screwed to BSP

PART | QTY DESCRIPTION MATERIALS
NO
1 1 BODY CF8/CF&M/WCB
2 1 | BODY CONNECTOR CF8/CF8M/WCB
3 1 BALL AlSI-304/316/410
4 1 | STEM AISI-304/316/410
5 2 BALL SEATS PTFE
6 2 BODY SEATS PTFE
7 1 STEM SEAL PTFE
8 5 GLAND PACKING PTFE
9 1 GLAND AlSI-304
MICROTECH MAKE SS INVESTMENT 10 | 2 |GAINDNUT R
11 p WRENCH NUT MS
CASTING SINGLE PIECE DESIGN BALL 12 1 EX. GALND PACKINGS | GRAFOIL RING
VALVES 13 1 | WRENCH SLEEV PVC
14 1 WRENCH MS
SIZE(D) H L PORT TEST PRESSURE
15 41 72 12.5 TESTING BODY SEAT
20 49 80 19 HYD. 30 kg/cm® | 22 kg/em’
25 57.5 86 25 PNEUMATICS | --—- 6.9kg/cm’
32 63 91 31 TECHNICAL SPECIFICATION :
40 77 107 38 SCREWED ENDS TO BSP (F).
50 85.5 125 50 MFG STD : BS-5351
65 94 135 65 INSPECTION & TESTING STD : BS-6755 (PART-1)
ALL DIMENSIONS ARE IN MM (1Kg/cm’=1Bar)
Catalogue No- BALL VALVE Rating
MTBLV3/IC 3 Piece Design, Investment cast Steel Full Bore Lever Operated (Fire Safe) #150
DRG. NO.: MTBLV3/ICO001 | DATE: 09.04.2018 SHEET 1'QF 1
+=10
gALL VALVE L "MICROTECH MAKE BALL VALVE THREE
14 @
D e & PIECE DESIGN SCREWED END"
1 Fho. [@ty| MNemenclature A e
o il 1 1 |Body A216 GrWCB/A351 Gr.CF8/CFBM
; i 2 2 [Connectors AZ16 Gr WCH/A351 Gr.CF8/CFBM
3 1 |Ball AZ76 Gr.55410/S5304/55316
: = 4 1 [Stem AZ76 Gr.55410/SS304/SS316
5 1 |Gland AZ76 Gr.SS410,/SS504/5S318
y £ & 2 |Ball seals VIRGIN PTFE +
@' & = —I— = T == § B Secandory Metal to Metal
@—" F 7 2 |Body seocls PTFE e
a 1 |Stem packing 15% GFT
= a9 Req. |Glond packings PTFE
= = ? g 10 |4—4|Body bolts & nuls |ASTM A183 Gr B7 &
10 2 = ASTM A19% Gr 2H Possivated
/ e Lo o 11 1 |Bellvile Spring Washer [Spring steel =y
%: k s 12 [1-1/Giend nut & stem nut{Carbon steei+ZINC PLATED
13 1 [Hondie Carbon stesl+ZINC PLATED
= 1 14 1 [Steeve PVC + LOGO PRINTING
M 7
——t a2 79 \TJ \—‘ = m— Technical Data:
1. Manufocturing Std. : EN 150 17292 / 8S 535)
A 2. Fuc: to F'.:n_-g : Mfg. Std o e <
pasy B\ poley 3 EAS coanection. 5 nakd Bace, te _BRpvBIRTL NET
s Socket-welkded end Btendadl Winld Bijels 4. Inspection and Testing Std. : EN ISO: 122661
5. Fire Safe Design As FPer BS EN ISO 12266—2,7
ARl 807 5STH EDITIOMN.
6. All dirmensions ore in ‘mm’.
Al dimensions are in MM s T ——=r1 re";
| SIiZE 15 | 2o | 25 | =3 | a6 | 56
: PORT L5] 12:5 7| 2% | a0 37 |
e Fine L 69 70 a5 110 Ti2 125
H 36.5 41 475 | 55 71 7e
H1 475 | 51 55 62 77 a2
L1 129 129 154 154 184 184
TEST PRESSURE IN BAR sC Y o 7 I G L I s I S
ity SHELL 31 [ 1356 | 13587 [17.35 1765 | 18.38/19.23
: [maox.| 2222 | 2756 | 34.25 | 43.05 | 45.15 | 61,62
SEAT 22 20 [Min. | 21.72 | 27.05 | 33.78 | 22.5% | 4B.64 | 61.11
AlR SEAT 7 F(Min.) | 865 | 127 | 127 | 127 | 127 |1575 |




Design and Drawings

BALL VALVE THREE PIECE DESIGN

"MICROTECH MAKE CF8M/CF8/WCB BALL VALVE
THREE PIECE DESIGN, FLANGED END, BS-5351"
"MICROTECH" MAKE CF8M/CF8/WCB BALL VALVE
THREE PIECE DESIGN, FLANGED END, BS-5351
MOC: BODY CF8M/CF8/WCB, Ball : 55316, Stem-
AlSI-304 Seat & Seal-PTFE, Mfg Std : BS:5351,
Testing Std : BS :6755, Pressure Temp : Confirm to
Table-3 of BS:5351, Lever-CS with PVC Grip, End :
Flanged End ANSI B 16.5 RF (Class-150#), Hyd. Test
Pressure : Body-77 Kg/Cm2 & seat-7 Kg/Cm2.
Operation : Manual Hand Lever
P.No | Qty| Description Material
L | 1 |Body WCB/CF8/CF8M
2. | 2 |Body Connector | WCB/CF8/CF8M
3. [ 1 |Bal $5-304/55316
4, | 1 |Stem $5-304/55316
5 | 1 |GlandNut MS
b 1 | Gland Bush $5-304/55316
7. | 1 | LockNut M$
8 | 2 |SeatRing PTFE
9. | 2 |StemSeal PTFE
10. | 2 |BodySealantRing | PTFE
"MICROTECH MAKE CFSM/CF8/WCB BALL VALVE 1| 1 | Lever NS
THREE PIECE DESIGN, FLANGED END 1. Stud & Nuts MS
All Dimensions are in MM Class-150# Technical data:
MM | A | B [ @C| @D [@OM|N | PCD Manufacturing STD. : BS 5351
15mm | 108 | 10 |35 | 89 | 16 | 4 | 60.4 | |TESTING STD: BS-6755 (Part:)
20mm | 118 | 105 | 43 | 98 | 16 | 4 | 69.4 FtoF: ANSIB16.10
%mm | 127 1 110 | 51 [1080! 16 | 4 | 792 End connection : flanged ends raised face to ANSI B 16.5
40mm | 165 | 142 | 73 [1270( 16 | 4 | 985 #150. (1Kg/cmz=1Bar)
S0mm | 178 | 15.7 | 92 1520 19 | 4 | 1206 Primary Service Rating & Test Pressure
65mm | 191 | 175|105 | 178 | 19 | 4 | 139.7 Class | Working Hyd. Test Pressure
80mm | 203 | 19 | 127 |1905| 19 | 4 | 1524 Pressure |  Body Seat | Temp
100mm | 229 | 235 | 157 | 229 | 19 | 8 | 1905 150 | 150 PSIG | 425PSIG | 300 PSIG | 200° F
150mm | 267 | 255 | 216 | 279 | 22 | 8 | 2413 AIR TEST-SEAT 80 PSIG +10 PSIG




Design and Drawings

Catalegue Ne. BALL VALVE Rating ‘
MTBLV3/IC | 3 Place Design, Screwad End Investment cast Steel Full Bore Lever Operatsd (Flre Safa) #1530 i
o DRG. NO.: MTBLV3/IC001 DATE: 09.04.2018 SHEET 1 OF 1 ‘
- R
= | % bl | |
14
@ | TR A,
. S
Ll P.No. [Qty.| Nomenclature Material o i
@ ' i 1 | 1 [Bogy A216 GrWCB/A351 Gr.CF8/CFaM|
% )] ‘H:: 2 2 |Connectors A216 GrWCB/A351 Gr,CF_B/CFBEA;
(@] @ 3 1 |Ball A276 Gr.SS410/SS304/58316 |
] S i AN 4 1 |Stem A276 Gr.SS410/S5304/S5316
©—F .
_// 5 | 1 |Gland AZ76 Gr.5S410/SS304/SS316
/_. [ i 6 | 2 |Ball seals VIRGIN PTFE +
L '74“—_ __ﬂ“_ e _"'_'§ =l Secondary Metal to Metal
@J | 7 2 |Body seals FTFE
; / 8 1 |Stem packing 15% GFT
o s ARRRN " 9 [Req.|Gland packings PTFE _
N 31 . 10 |4—4|Body bolts & nuts |ASTM A193 Gr B7 &
@ = ASTM A194 Gr 2H Possivoted
:J : = 11 | 1 |[Belville Spring Washer |Spring stesl E
| +1.54 % eliville. apring Wosner [opriNg Siee =
| @_, C S 12 |1—1|Cland nut & stem nut|Carbon steel+ZINC PLATED
% : % 13 | 1 |Handle Carbon steel+ZINC PLATFD
s R NN - 14 | 1 |Sleeve PVC + LOGO PRINTING
— 8 g \— S 1 Technical Data:
= b 1. Manufacturing Std. : EN SO 17292 / BS 5351.
SHE AN X 2. Face to Foce : Mfg. Std.
— 2 E(Min. 3. End Connection : Screwed Ends to BSP/BSPT/ NF
- Fiddbn) L) Sacket Weld Ends to ANS! B16.11. |
v Bocketwelded end Extended WeldEnds 4 |napection and Testing Std. : EN ISO: 12266—1
<. Fire are 231gn 5 er =
N 3. Fire Safe Design As Per BS EN ISO 122662
APl 607 5TH EDITION.
B. All dimensions are in 'mm’.
Al dimensions are in M.M. )
=l SIZE 15 20 25 32 40 50
" e A”f’ - PORT 10 | 125 17 | 24 | 30 | 37
RETTRI S L 69 | 70 | s [ 1o | 112 | 125 |
H 36.5 | 41 475 | 55 | 71 7% |
H1 475 | 51 55 62 77| 82
L1 129 | 129 | 154 | 154 | 184 | 184
TEST PRESSURE IN BAR oC /2 | 3/4" v a2 2 |
o HYD SHELL | 31 E 13.56 [ 13.87 | 17.35 [17.95 | 18.38{19.23 |
: = : : : 05 A5 | 61,62 |
SEAT 20 oD Max.| 22.22 | 27.56 | 34.29 | 43.05 | 49.15 _b.1_
Min. | 2172 | 27.05 | 33.78 | 42.54 | 48.64 | 61.11 |
A AR SEAT | 7 F(Min.) | 9.65 | 127 | 127 | 127 | 127 |15./5 |
&
® @ STEM ANTISTATIC DEVICE IN SMALLER SIZES IS A BELLVILLE SPRING WASHER ARRANGEMENT BELOW THE HANDLE 5
|| @ SEAT & SEAL OPTIONS : VIRGIN PTFE / GLASS FILLED PTFE / CARBON FILLED PTFE / PEEK '
|| @ SPECIAL MOC FOR VALVE BODY AND TRIMS CAN BE GIVEN TO SUIT SPECIFIC APPLICATIONS.
z @ THE VALVE CAN BE SUPPLIED WITH MATCHING PNEUMATIC OR ELECTRICALLY OPERATED ACTUATOR FOR REMOTE/AUTOMATED CONTROL & OPERATION
O THE DESIGN AND TECHNICAL DATA FURNISHED HERE ARE SUBJECT TO CHANGE DUE TO CONTINUOUS PRODUCT DEVELOPMENT
Z| | CUSTOMER:
>
g P.O.NO./DATE:
[« 8 |
o || JOB/PROJECT: g k"
= - .
Q MANUFACTURED AND MARKETED BY: REGD. OFF & WORKS: SPL PLOT No: S11 & S12
n|| @erere)MICROTECH INDIA HUBLI i1 508, 54 O, RO SUE GHOL ROO-HEBL-S00

O



Desigh and Drawings

: ‘ [
BALL VALVE- SERIES "MTCSBLV2
2-PIECE, FULL BORE- FIRE SAFE DESIGN
& E . G {Approx) _ b
=2
22 | BODY NUT Gr.2H / Gr.8/Gr.8M REQD.
21 |Bopy sTUD GrB7 / GRBA / Gr.B8M REQD.
o 20 |Lock NUT CS+PLATED / SS304 /SS318 01
E 19 |STOPPER PIN CS+PLATED / SS304 / SS318 01
[ i 18 |T-BOLT CS+PLATED 01
= 17 | DISC SPRING SPRING STEEL/50 CR v4 o1
=5
o) = 16 | LOCKING STRIP SS 304 / SS316 o1 i
& 15 | GLAND NUT Gr.2H / Cr.B/Gr.8M 01
14 | ANTISTATIC SPRING [SS304 / 55318 o2 SETS
& 13 |TAIL PIECE O-RING [NITRILE o1
— 12 |STEM O—RING NITRILE 01 =
1 1 SCHEDULE PIPE CARBON STEELH4BLACK POWDER COATED o
10 |ADAPTER / LEVER DA o Ok WOVDER COXTED / o1
09 | GLAND PACKING  |PTFE o1
= 08 | STEM WASHER PTFE 01 o
07 |BODY SEAL PTFE 01
06 | GLAND ASTM A276 Gr. SS304 / 55315 01
05 | SEATRING PTFE 02
== 04 | STEM ASTM A276 Gr. 55304 / S5316 01 =
03 |BALL ASTM A351 Gr. CFB / CFBM o1
L5 0z | TAIL PIECE ASTM A216Gr.WCB/AZS1,CFB/CFEBM| 01 =]
ASSEMBLY ARRANGEMENT FOR DN 65 TO DN 150 o | BoDY ASTM A218Gr.WCB/A351.CFB/CFaM| 01
o _E ALL DIMENSIONS ARE IN MM Fli?iﬁ' PART NAME MATERIAL Vg#r‘/l-;
2| |oLAsS - 150BALL VALVE FULL BORE S/P -
E size oN [ 15[ 20254050 ]85 ] 80 ]100]150
sl S ! TECHNICAL DATA
CLASS ASME #150 FULL BORE "
- E 12 | 19 | 24 | 38 | 50 [ 82 | 74 | 38 | 144 DESIGN STD. EN 17202 { BS 5351) =
L 108 | 117 | 127 | 165 | 178 | 190 | 203 | 229 | 267
H 94 100 [ 125 | 148 | 179 | 1B9 | 222 | 2486 | 27E TESTING STD. EN 12266-1(BS 67651 ) =1
G 125 | 125 | 180 | 230 | 230 | 300 | 400 | 450 | 800 FLANGED ENDS. | ANSIB16.5
) F 8g | 98 | 108|127 | 152 | 178 | 190 | 229 |z7e.5 FACE TO FACE ANS| B 16.10 T
| 3 | G ED.4 | 69.8B | 79.4 | 3E.4 12D.E|1 32.7NSZ.4[130.5|24 1. 3
& i - T e T e Pt s o FIRE SAFE DESIGN API 607 (6th EDITION) ||
i T 1140115115 145| 16 |17.5]|19.5| 24 |254
M 1€ 16 16 16 18 T8 12 12 22 ] |
5] 49 | 53 | 67 | 85 | 82 | 117 | 140 | 178 | 241 S TEST PREES_URE IN BAR
= (NooF —ol=s| 4 | 4 | &« [ a4 [ [a [« a s i HYDROSTATIC 1 ase| 150 =
50 5211 WTG| FOS | FOB | Fos | FO5 | FOS | Fa7 | Fo7 | F10 | F10 DETAIL-A TESTING BAR e -
| WI (Kqg) 21| 28|27 | 65| 8 | 14 | 21 | 35 | 52 SOR SiZE 15-150 [2HELL
oy, 7| — a1 las oz —Tes | = = i ’ SEAT 22
FOR SIZE 15-—-50 AR SEAT |7.0
oy & (Aoprox) _ by
1) WEIGHTS ARE INDICATIVE,
- = 2] THE TECHMIZAL DATA GIVEN HERE ARE SUBJECT TO CHANGE
— _:__" 3 g—_ WITHOUT PRIOR NOTICE DUE TO CONTIMUAL PREODUCT OEVELOPMENT |
/_"_'l‘:w i £ 3) FOR SIZES DN15 & DH25 IS0 MOUNTING PAD IS NOT PRCVIDED P
7 ) WD\ I I
- L ORDER Mo: &
ASSEMBLY ARRANGEMENT FOR DN 15 TO DN 50 JCB/PROJECT: E
. : . N
@caors@MlCROTECH INDIA HUBL.I
=== An IS0 9001-2000 Gertifled Company
= ' DATE 04-06-2021 PRODUCT : CAST STEEL BALL VALVE =
@ FOR AFPPROVAL Drawnby | PRD FULLBORE
! TITLE - BALL VALVE SIZE :
Checked by | PRN i DN 15 TO DN 150
— | [] FOR RECORD e 2-PIECE : 2
5 Approved by | MPM T MT-CSBLV2FBO1
= L
T
=< =) I o £ o | ) T w | A

Scale: arv: MATERIAL
iie @ = REV. Sheet
oy | & 0 11
A Y



Design and Drawings

L :
Y-TYPE STRAIN VALVE
. MATERIAL LIST
& 1 NO PART NAME MATERIAL
1 BODY (I/WCB
AoV T Y —
et NR S 2 ? SCREEN S 304
;%;}::-%; 3 3 3 GASKET PTFE
o
x 7 4 BONNET CI/WCB
\,
i . % 5 GASKET PTFE
T 7 E X 5
| N i STOPPER CIAWCB
FI/E &
X 6 ] SPRING W ASHERS 55 304
\ 20), 8 | BONNETBOLT MS/BT-2H
SCREEN SPECIFICATION
DIAMENSIOINS SIZE PERFORATION
size d [ LI H[Dlclalf]T]nen 177" 11/4" 15MM
v L5 |5 [ 30|85 | 95 | 65 | 45| 2 | 1 | 4K = —
L 20 |20 [0 | 87 (05| 5 |58 | 7 | 16 | t-sle 11/2"-8 MM
|25 | 75 160 | mk | M5 | 85 | &8 | 7 | 16 | b-pls
MAL™ 32 | 32 | 180 | 14 | 160 | 100 | 78 7 10 | &-pF16 TEST PRESSURE
2] B0 | k0 | 200 | 135 | 10 | 200 | 78 | 2 | 16 | -t
PN-10 SDT.
2 | 5p | 50 | 230 | 155 | 65 | 125 | 102 3 | 18 | t-919 ’ -
M72| 65 | 65 | 290 | 189 | 185 | 5 | 122 | 3 | 20 | h-g19 SHELL 15 KG/[MZ
3 | g0 | 80 | 30| 200|200 | %0 | 138 | 3 | 20 | 818 SEAT 10 KG/TM
VOOl 100 | 100 | 350 | 232 | 220 |80 | 158 | 3 | 20 | 8-¢19 FEATURES:
57 1125 | 125 | KO0 | 27| 250\ 210 | 188 | 3 | 72 | B-B22 | —FACE TO FACE SDIAMENSION:DIN3202—F1
6" |56 | 150 | 480 | 326 | 285 | 20| | 3 | 22 | 8-p22 :Egg&mg Bﬂ"gﬂﬁs'om:ws' 2L
g | 200 | 200 | 600 | 397 | 360 | 295 | 268 | 3 | 24 |12-ep2 | TTEST: PN-10
~INVESTMENT CASTING BODY/SAND CASTING BODY
107 | 250 | 250 | 730 | 512 [ 405 | 385 | 320 | 3 | 26 | 12-925
127 | 300 | 300 | 850 | 562 | 460 | 410 | 378 | & | 28 | 12-925 MICROTECH INDIA HUBLI
B 0 SEHHERE An 15O B0{1-200 Cartifiad Company
x All diamensions are suttjected ta change witeut further natification DATE 99— 6-70%2 PRODUCT: GuroRE SN
D FOR APPROVAL Do B | PO THLE: SIE
Checked By| FRN Y=TYPE STRAIN YALVE T3M — S00MM
Approved By | MPM DRE NO:  MT—CS—Cl-5TR-01
FOR RECORD segle: NTS @E QNTY:  MATERWL: ool f}'n]mt

O



Designh and Drawings

NEEDLE VALVE

“MICROTECH” MAKE “NEEDLE VALVE"

“MICROTECH make Needle Valve from Stainless Steel bar stock
design rating class-800 with mild steel powder Coated Hand Wheel
J Operated , Material Specification as per A-276 Grade $$-304/316/410,
~ PTFE Seals and Packing's. Screwed End to BS-21, IS-554 (BSP, NPT,
(09 BSPT, SWE) and Tested BS-6755/1 Standard {Hydraulic and Pneumatic).
BOPEN SINo | PartName Material
n Body §$304 | S§316 | S5410
02 | Bonnet §6304 [ $5316 | SS410
KOS N | 3 |Needie 55304 |$S316 | SS410
AN TN 04 | Gland 55304 [$5316 | SS410
- VAR 05 | GlandNut §$304 | S5316 | 55410
b N N77/ | 06 | Packing PIFE  [PTFE | PTFE
F'/ _J} 07 | Gasket PIFE  |PTFE | PTFE
ocerwen W L 08 | Handwheel MS  |MS |MS
I | SCREWEDEND TEST PRESSURE AS PER B§755 PARF1
CLASS 800
1
HYD. SHELL 207I(g[f.m2
SEAT | 152kg/em
AIR SEAT | 6.9kg/em’
(1Kg/Cm"=1 BAR)
NEEDLE VALVE
DIMENSIONS
DESIGN STD : MANUFACTURERS STD/ TESTING STD : BS 6755/ PART 1
SIZE 3 6 10 15 20 25 32 40 50
A 50 50 50 55 60 10 15 80 85
B{APPROX) 0 10 70 80 90 100 115 130 150
E 95 9.5 95 95 127 | 127 | 127 | 127 16
F 10 13 13 135 14 175 | 175 | 185 19.5
APPROX WT KGS 04 04 04 0.5 0.7 09 12 17 28

193



Design and Drawings

BUTTERFLY VALVE
"MICROTECH MAKE BUTTERFLY VALVES,
@_,/Lj[@;j WAFER TYPE BS-5155"
w L "MICROTECH" Make Butterfly Valves, Wafer Type, PN-10,
T Above 12 Saure £d 'ms' | MOC: Body: Cast lron/CF8/CF8M/WCB, Shaft: $5-410,
2 L Mfg Std: BS:5155, Insp. & Testing Std: BS-6755/BS 5155,
[ ; Operation Hand Lever Operated, Ends ; Wafer Type to Suite
S " ANSI B 16.5(150#). Hyd.Test Pressure: Body-16 Kg/Cm2,
% 2\ Seat:11.5 Kg/Cm2.
A NN VATERTAL OF CONSTRUGTION
ELNp SoN=
8l |\ e ::“dn.ﬁa“g& BETN No.| Qty| Nomenclature Material
% i | ’x‘@ 1 | 1 |Booy® Cast Iron GG25,/DI/CF8/
‘ /_*"gf..,, CFBM/WCB
21 1 |DISC DI/CF8/CF8M

SEAT(REPLACEABLE) |EPOM/NITRILE
STEM $5410/55304/55316

BEARING BUSH ® [PTFE / NYLON Gr.PA6
BOTTOM PAD NITRILE RUBBER

1 |'0" RINGS NITRILE RUBBER

1 |LEVER ASSEMBLY | CRCA SHEET PRESSED + PONDER OONED
Req. |[ALLENKEY BOLTS&NUTS | COLD FORGED S5 JOHAZ 70)

-t | an ] B =

Olim|~d]| | on| | s

MICROTECH MAKE CAST IRON

BUTTERFLY VALVES
ALL DIMENSIONS ARE IN MM TEST PRESSURE
SIZE Port |[L [L1 (@D |HL |H2 |H3|S |@Z|hd Hydrostatic | Rating | PN-10
40mm 405 |33 (200 (185|105 |51 |24 |11 14|10 Testing SHELL |15 I(g;ﬁ:mZ
50mm |51 |43 [200(9 |1025 |615 [27 |11 14|10 SEAT | 11kg/em’
80mm | 76546 200|123 |126 |76 |27 (11|14 |10 Technical data :

100mm |99 |52 250|144 |146 |95 3024|1810 Design STD.: BS EN 593{1998)/BS5155AWWA-C-
150mm | 150 |56 | 250 [200 {175 | 125 |30 |14 |18 |12 504/API-609 series-A/IS-13095

200mm | 199 [ 60 [ 360 [ 252 [2205 [ 1505 [a0 [17 ]2 [ 12 Testing STD. : BS EN 12266 / 85 6755-1
250mm [ 250 [68 [ [310 [2495 11945 [40 [ 1925 15 Flanged end : wafer type

300mm (300 78 |- [362 | 2835 |226 |40 (22 |28 |18 FtoF ' BS EN558 & 150 5752
(1KG/CM’= 1 BAR)




Design and Drawings

4 WAFE%AIYVIEE (G “MICROTECH" MAKE FORCI WAFER TYPE
= CHECK VALVE APH6D /APH594"
L ;l ] “MICROTECH” make Cast Iron Wafer Type Check Valve, MOC
T /?;g%_%fm | :Body ;15210 Gr. FG 200 Rings: Molded Neoprene/ Nitrile,
P . Y Mfg St AP0 API594, Testing : B 6755/API 598,
{,-:-}"’ | \: %& Ends: Wafer type.
A E\{ @? | Hyd. Test Pressure : Body-15 Kg/ Cn?, Seat: 10 Kg/Cm?
‘R e £ )7 SL | PARTS | MATERIAL
il W— 1. | BODY | CI/WCB/CF8
momee L 2. | DISC CF8 (55-304)
3. | ‘O'RING | CONCENTRIC SERRATIONS
4, | DISCSEAL | EPDM
5 | SCREW | €5
FOR CAST IRON
TEST PRESSURE FORPN 10/ 16
TEST PRESSURE IN Kg/Crm?
TESTING BODY SEAT
HYDRAULIC | PN10 | PN16 [ PN10 | PN16
15 4 |10 16
TECHNICAL DATA
WAFER TYPE CHECK VALVE | yuieacruniG sTo: APl 60/ AP 524
“MICROTECH" MAKE CI WAFER TYPE CHECK | TESTING STD :BS 6755 / AP1598
| VALVE PRESSURECLASS :PN 10, PN 16 & PN 20 /ASME - 150¢
NOTE : ALL DIMENSIONS ARE [N MM
SIZE | 40 | 50 [ 65 | 80 | 100 | 125 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 600
A | 1530405 |71 |9 114157 |195|230 (270 | 310 | 360 | 406 | 430
B 4119 (191919 | 19|19|29 |29 38 |4 |5 |60]|64 | 70
C [ 82 |109|129 (144|164 | 194 (220 | 275 | 330 | 380 | 440 | 491 | 541 [ 596 | 698

O




Photo Gallery

Valve Testing Process . Working Team

New Marketing Office

Spectro Testing Fadility with KMTRC Froud with Achievenenls
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We Associated with Yashasvi Developers

_dd

Bestwishes by Shii Bharath Khimjl (BDK Group CM.D)

" Appreclation by Shil Ashok Reddy Nukul, Chalrman of
KVG Bank & Shri Arvind Bellad, MLA

———rry

We Build Your Dream House

Appreciation by Dr. Shri Shivamurihy Murga Sharanary, Chitradurga
& Shri Jagadish Shettar, Ex Chlsf Minister of Karnataka
COMPLETED PROJECTS

Yashasvi Apartment Yashasvi Homes

CONTACT DETAILS :

YASHASVI DEVELOPERS
C/o MICROTECH INDIA.
Ragd. Off. & Unit : S-11& §-12,
M.T Sagar, 1st Gate, Industrial state, Gokul Road HUBLI - 580 030. (Kamataka).
Ph.No:(0836)2210624 Fax:(0836) 2333595, Mob -9482725923, 7899232323, 9448112323
E-mail: yashasvidevelopers@yahoo.com, Website : www.propertyinhubli.com
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Microtech India

New Factory Address
KIADB Plot No-110 & 111 2nd Stage Gamanagatti Industrial Area
Near Internatlional Alrt Port, Hubll Karnataka. Indla

AWEEE &lrchistry reave o Hulel WHTWEIEER
T

R Govamment ol wde weecbelng ENGINEZAING THE FUTShL

s

MICROTECH INDIA  wizje

MICROTECH INDIA

ol . B
Fellcated by
Shrl Kirankumar
President of Indlan Space Regearch
Organlsation, Bangalore to
Shrl Mrityunjay 8. Marol, (M.D)
Managing Diractor of Microtech India
Organlsed by Banallg Sangh Hubll
Data : 17-07-2022

MARKETING IN EUROPE

Marketing in Europe in 2017 Organized
By Karnataka Govt (MDA Scheme)
with Industrial Minister

Shri R V Deshpande.




